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CAR ENTERTAINMENT 


2015 


Entertainment. Connectivity. Quality. Convenience. These elements of integrity drive 
Pioneer car entertainment on the fast track to perfection. 


ENTERTAINMENT 


Pioneer's innovative in-car entertainment moves, with 
MIXTRAX to create a Non-Stop MIX with DJ-inspired 
effects, and Flashing Color livening up the interior 
with light pulsing to the music's beat. Separated color 
customization offers over 210,000 colors to match 
interior car illumination as you like. 


QUALITY 


Pioneer AV and Audio receivers incorporate specially 
designed and selected parts for superior sound, as 
well as various exclusively developed technologies 
that can be optimized for particular sound fields 

and precise manual control. Pioneer high-sensitivity 
speakers keep sound very clear with low distortion. 


PIONEER NEW PRODUCTS 


SONNE CTI V LIY 


With the AppRadioLIVE app, a compatible smartphone connected to a 
Pioneer receiver with AppRadio™ Mode makes it easy to access several 
of your favorite apps from a single screen interface so that you don't 
need to search for and open them individually. 

It's also simple to connect an iPhone 5s, iPhone 5c or iPhone 5 into an 
Apple CarPlay? compatible Pioneer receiver, so you can take advantage 
of Siri Eyes Free functions to ensure smoother app operation control 
when driving. 


CONVENIENCE 


Enjoy simpler, safer receiver operation. Wide Band Speech support for 
Bluetooth? Hands-Free calling makes you sound much clearer. Siri Eyes 
Free allows you voice control of your iPhone as you watch the road. 

An Advanced User Interface provides powerfully responsive, easily 
intuitive, highly customizable touchscreen control. 


/ AUDIO RECEIVERS 


/ AMPLIFIERS 


/ SUBWOOFERS 


/ SPEAKERS 


/ ACCESSORIES & SPECIFICATIONS 


/ SYMBOLS FOR SPECIAL FEATURES 


Pioneer 


TAP INTO A REVC AppRadio YOUR TRAX. YOUR MIXTRAX 
Connect a smartphone in your car to extend familiar app control toa MODE Innovative Pioneer technology that creates a Non-Stop MIX with 
Pioneer touch display. a range of DJ-inspired effects. 


XVULXIIW 8 3HOW OlavHuddv 


AppRadio Mode allows compatible applications on an iPhone 5s, iPhone 5c, iPhone 5, iPhone 4S, iPhone 4, 5th generation iPod Pioneer presents the magic of MIXTRAX — delivering the Non-Stop MIX experience at home or on the go with 
touch, 4th generation iPod touch or Android phone* to be viewed and controlled directly from the receiver's touch panel display. technology based on Pioneer's history of innovative professional DJ product development. 


* Not all Android phones are compatible. 


Silent i Is b Non-Stop Mix of tracks b : 
Normal Playback tracks ^ Petween MIXTRAX ptr — Uninterrupted 
Excitement! 
Musical High Musical High 


Made ror Smartphone 
o iPod | iPhone Compatible 


Special Special 
Effect! — — — — — Effect! mme? 


Like a smartphone, the AV receiver touch 
panel can be swiped, flicked or tapped for 
intuitive app control. 


Track A 


* Depending on the file/song, sound effects may not be enabled for adding. 
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KEY FEATURES STEP-UP COMPARISON CHART 
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*1. Optional cable required. Please refer to page 92 for compatibility. 

*2. Not all Android phones are compatible. 

*3. CD-MU200 required (sold separately). 

*4. HFP = Hands-Free Profile, A2DP = Advanced Audio Distribution Profile, AVRCP = Audio/Video Remote 
Control Profile, SSP = Secure Simple Profile, SPP = Serial Port Profile. Please refer to instruction manual 
for other information about profile compatibility. 


*5. Only for USB Devices or SD Memory Card. 

*6. Only for DVD or CD. 

*7. Compatible with MIXTRAX EZ. Not compatible with full-featured Non-Stop Mix Play using MIXTRAX 
software that analyzes track information (BPM, bar, beat/vocal position, mood). 


See page 90 for in-depth information on features. (JA 


AV RECEIVERS 


AppRadio Mode 


AVH-X8650BT 


AppRadio Mode* allows compatible applications ! 
on an iPhone? 5s, iPhone 5c, iPhone 5, iPhone 4S**, 
iPhone 4**, 5th generation iPod touch®, 4th** 
generation iPod touch, or Android" phone*** to be 
viewed and controlled directly from the receiver' s 
touchscreen display. 
* AppRadio Mode USB: Compatible with AVH-X5750BT, AVH-X4750DV 
AVH-X2750BT, AVH-X1750DVD, AVH-X7750BT and AVH-X6750DVD. 


** Compatible with AVH-X8650BT. 
*** Not all Android phones are compatible. 


MIXTRAX, Built-in MirrorLink™, D 


l= 


AppRadio 


AppRadioLIVE 


The AppRadioLIVE App gives you access to all the elements of your 
digital lifestyle in one place via AppRadio Mode. 


[U AppRadioLIVE 


Apple CarPlay Built-in MirrorLink™ 


ual USB, and SD Card Slot 


In-Dash Double-DIN Flagship DVD Multimedia AV Receiver with 7" WVGA Touchscreen Display 


S4J/13934 AV 


Remote Control 


Bluetooth Mic 


Dual USB Ports 

HDMI Terminal 
Bluetooth Microphone IN 
Video OUT 

Rear View Camera IN 
Radio Antenna IN 
AUXIN 

Wired Remote IN 


Rear Audio OUT Audio Preouts (Subwoofer) 


Touch 
fhn Panel 
"Mii screen 


7.0W vnrA- wis 


Mirror 


By using the optional cable CD-MU200, you can directly access 
music, maps, and contacts on select MirrorLink™ certified devices 
via USB directly from the 
receiver's touchscreen. 


Just plug in your iPhone and Apple CarPlay automatically launches. 


Nurs Ln 


IMIXTRAX [obe ^ 


TIPLE 
OR 


RDS  suezRfrumERm;) —MOSFETbÜWx4 


Mies E 
Na 


zo 


Made for 


g iPod L 


iPhone 


H.264 FLAC MP3 WMA AAC DIVX. 


Siri Eyes Free 


P- y 
Smartphone " 
i! Compatible M l rror 


A 


papy SIN 2B HOM jj 


Dual 
USB 


€ Bluetooth’ Y 


1 14154 smartphone 


Siri Eyes Free* Compatible 


€ 
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Smart voice control lets users access various iPhone Q 
functions to select music, make calls from a contact Siri Eyes Free 
list, etc., without taking their eyes off the road. 

* Siri is available on iPhone 5s, iPhone 5c, iPhone 5, iPhone 4S, iPod touch (5th generation) 


and requires Internet access. Siri may not be available in all languages or in all areas, and 
features may vary by area. Cellular data charges may apply. 


Bluetooth? 


Bluetooth Wireless Technology makes hands-free 
operation comfortable and safe while driving. 


C Bluetooth 


-driven lifestyle. 


i Main Features (Blue text: upgraded features from AVH-X5750BT) 


" S * MIXTRAX * SD/SDHC Memory Card Slot 
+ 7" WVGA Touch Panel Display with LED Backlight — - AUX Input (Audio/Vid 
13-Band Graphic EQ Advanced Sound Retriever ‘hutrangage Desay eig) e un 
———————— ————————— * Color Customization (5-Display Colors and + RGB Input 


112-Key Colors) 

+ Direct Control for iPod*/iPhone (USB) 

+ Direct Control for Certain Android Phones (Bluetooth) 

+ AppRadio Mode for iPod/iPhone & Certain 
Android Phones 

+ App Mode 

+ Built-in MirrorLink™ 

+ Built-in Bluetooth® Wireless Technology 
(Hands-Free Calling/Wireless Audio) 

+ Siri Eyes Free Compatible 

+ Dual USB Ports (Rear: High Current 1 A Handling 
Capability) 


13-band EQ adjustment allows 
you to fine-tune sound quality 
just as you like it. 


Reproduces high-quality sound 
from compressed digital audio 
files and Bluetooth wireless audio 
streams. 


Compressed Advanced Sound 
Retriever 


Original 
data file 


* DVD/CD Player with DVD Video Playback 
+ H.264/MKV/FLV Video/WMV/MPEG-4/MP3/ 


WMA/iTunes® AAC/WAV/FLAC Audio Playback 
from SD Memory Card/USB Device 


+ DivX/MPEG-1, -2, -4/MP3/WMA/iTunes AAC 


Playback from DVD/CD 


+ Dual Zone Audio/Video 

+ Advanced Sound Retriever 
* SR Air 

+ MOSFET 50W x4 

+ Hi-Volt RCA Preouts x 3 (4V) 
+ 13-Band Graphic EQ 


Key Selling Points 


ans) Enhanced smartphone connectivity for today's 


Made for 


© 


iPod [iPhone 


i |] Smartphone 
T Compatible 


* Auto EQ & Auto Time Alignment (CD-MC20 
Required) 
* Pioneer TV Tuner Ready (GEX-1550DTV for 


ja Experience non-stop music playback based on music data 
? analysis that delivers a seamless mix created by a virtual DJ. 


€ Points > An all new smartphone-inspired user interface provides an easy to use and 
rage 14 7 intuitive experience. 


RD Model/GEX-1550TV for RC and RI Models)* 


+ JPEG Slide Show 

+ Back-Up Camera Ready 

+ Detachable Face Security™ 
+ Wired Remote Input 

+ Display Off Mode 

* RDS 

* See page 19 for more details. 


See pages 88 and 89 for accessories. 


MIXTRAX 


iPod/iPhone Compatibility 
Made for 
iPhone 5s, iPhone 5c, iPhone 5 (AppRadio Mode Compatible) 
iPhone 4S (AppRadio Mode Compatible) 
iPhone 4 (AppRadio Mode Compatible) 
iPhone 3G 
iPod touch (2nd, 3rd, 4th, and 5th generation) 
iPod classic* 
iPod with video 
iPod nano* (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 


Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may 
vary depending on the software version. 

See page 92 for more details. 


Pioneer 


AVH-X5750BT m% AVH-X2750BT ANEW AVH-X4750DVD «ew AVH-X1750DVD ANEW 


In-Dash Double-DIN DVD Multimedia AV Receiver with 7" WVGA Touchscreen Display, In-Dash Double:DIN DVD Multimedia AV Receiver with 6.21 WVGA In-Dash Double-DIN DVD Multimedia AV Receiver with 7" WVGA Touchscreen Display, iras Tonbe DINOVO Multimedia AY Recelve Rn OCA 


MIXTRAX, Built-in Bluetooth®, and Direct Control for iPod/iPhone and Certain TU EEUU iy MIXTRA X Ie Loe eed eee MIXTRAX, and Direct Control for iPod/iPhone and Certain Android Phones otchecreon Display, MIXTRAX sidipirectconsrolior iPad IBRoRE 
Android Phones Control for iPod/iPhone and Certain Android Phones and Certain Android Phones 


SH3AI3O3H AV 


GARBA BB usus - 


EE... WIN 
| — Night NH ABIES 


Rear Panel (AVH-X5750B1) in d j —T= Rear Panel (AVH-X4750DVD) Remote Control 


Rear View Camera IN Bluetooth Microphone IN Rear View Camera IN 


ps ^ fj nee irr : 
lS 7z0ow/e2w" wn ceo] ES MirrorLink Made for 


eS 7.0W/6.2W*' VIA a: EE) uum m cm 
porav 5 RCA H- Smartphone 7 " 
MP3 WMA AAC DIVX. m: FR qs Shh Bus Hi-votr i o iPod [ iPhone 


Made for 


Smartphone iPod 
CBluetooth [A ppRAdio CORDAY = es cm oum IMIXTRAX (Appradic Compatible 
*1. 6.2-inch display: AVH-X2750BT. *1. 6.2-inch display: AVH-X1750DVD. 
Ke Selling Points {Common Main Features iPod/iPhone Compatibility 
y + Multi-Language Display* (Menu/ID3 Tag) * MOSFET 50 W x 4 CEES n 
iPhone 4 
H Made for iPhone 
=p» Experience the ultimate in smartphone Dmae”? | BiPod [iPhone Phones 
z iPhone 
Pages 14 -16 connectivity with AppRadio Mode USB and - USB Port (Rear: High Current 1A Handling Capability) Podtouch (1st 2nd, 3rd, 4th, and 5th generation) 
MirrorLink™ compatibility. Smartphone  MirrorLink + AUX Input (Audio/Video) - JPEG Slide Show skis 
"cd Ns . . s Back-Up Camera Ready iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 
— * DVD/CD Player with DVD Video Playback : Be eaves. Notes AEE may not operate orner iPod or iPhone 
hn . . e e . * ti t t t ti 
ZEB Enjoy superior in-car AV Performance with 13-Band Graphic EQ, Auto “RDS vary depending on thesoflwarevenion, p 
. . » Di £1.22: = i t 
“JJ Auto Time Alignment* and Auto EQ*. ...,.,.... om mum elke ere M rc MM 
H AVH-X5750BT Main Features AVH-X4750DVD Main Features AVH-X2750BT Main Features AVH-X1750DVD Main Features 
zm on-Stop Mix Play makes it quick and easy to enjoy simple, 
Page18 seamless music sequencing. Display Visualizer provides for IVIDXXTRAX 
cool visuals that suitably enhance the mood in your car cabin. * T WVGA Touch Panel Display with *6.2" WVGA Touch Panel Display with — «62^ WVGA Touch Panel Display 
acklig acklig wi acklig 
* Direct Control for iPod/iPhone (USB) * Direct Control for iPod/iPhone (USB) 
* Direct Control for Certain Android 
Phones (USB) 


See pages 88 and 89 for accessories. 
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Pioneer 


AVH-3750DVD 


NEW 


In-Dash 1-DIN DVD Multimedia AV Receiver with 7" WVGA Touchscreen Display, and Front USB Port 


| Main Features 


+7" WVGA Touch Panel Display with LED + JPEG Slide Show 
Backlight e Back-Up Camera Ready 

+ Multi-Language Display (Menu/ID3 Tag) — + Rotary Volume Control 
(English/Spanish/Portuguese/Russian) * Wired Remote Input 

* USB Port (Front) + Display Off Mode 

+ Front AUX Input (Audio/Video) 

* DVD/CD Player with DVD Video Playback 

* DivX?/MPEG-1, -2, -4/MP3/WMA/iTunes® 
AAC Playback from USB Device 

* DivX/MPEG-1, -2, -4/MP3/WMA/iTunes 
AAC Playback from CD/DVD 

* MOSFET 50 W x 4 

«RCA Preouts x 3 (2 V) 

+ 3-Band Graphic EQ (Bass/Mid/Treble) 


AVH-X6750DVD 


In-Dash 1-DIN DVD Multimedia AV Receiver with 7" WVGA 
Touchscreen Display, MIXTRAX, and Direct Control for iPod/iPhone 
and Certain Android Phones 


NEW 


AVH-X7750BT mw 


In-Dash 1-DIN DVD Multimedia AV Receiver with 7" WVGA Touchscreen Display, 
MIXTRAX, Built-in Bluetooth®, and Direct Control for iPod/iPhone and Certain 
Android Phones 


SH3AI3O3H AV 


Remote Control 
Included 


See pages 88 and 89 for accessories. 


WKN, 7.0W vr gal] unes 2 22 MP3 WMA AAC Divx. corey Yuse SN BES wosrerS0wx4 M 


Remote Control 
Inclu 


Rear View Camera IN 


Rear Monitor OUT 
Audio Video IN/OUT AUXIN 


LE zx 


ot 


In-Dash Double-DIN DVD Multimedia AV Receiver with 6.2" WVGA Touchscreen Display, Built-in Bluetooth®, and Direct Control for iPod/iPhone 


[ Main Features 


* 6.2" WVGA Touch Panel Display with LED — - DivX/MPEG-1, -2, -4/MP3/WMA/iTunes 
Backlight AAC/WAV Playback from CD/DVD 


Remote Control 


Bluetooth Microphone IN Included 


rch mn a => + Multi-Language Display (Menu/ID3 Tag) =» MOSFET 50W x 4 
MBS. 7.0W VEA: ed EH mure AP ENS H264 seh MirrorLink IVIDXTRAX Made for * Direct Control for iPod/iPhone (USB) * RCA Preouts x 2 (2 V) 


* 5-Band Graphic EQ 

+ JPEG Slide Show 

e Back-Up Camera Ready 
* Wired Remote Input 


WMA AAC Divx. [I]99U* (use SiN BREE Hivo 295 BS 
: : AppRadi 
Gane NEE Bluetooth ope ^ 


liPhone 


Smartphone 
Uu Compatible [o iPod 
TVé 


Tuner Ready 


RDS svrcnfronermD MOSFETSOWx4 — 


* USB Port (Rear: High Current 1A Handling 
Capability) 


i Eyes Free 


Note: "Bluetooth Wireless Technology" and "Siri Eyes Free" for AVH-X7750BT. 
e e - * AUX Input (Audio/Video) * Display Off Mode 
Key Selling Points raaes adai * DVD/CD Player with DVD Video Playback RDS 
* DivX/MPEG-1, -2, -4/MP3/WMA/iTunes See pages 88 and 89 for accessories. 


AAC/WAV Playback from USB Device 


e e " A Radio Made for E. 
— Experience the ultimate in smartphone MODE iPod [iPhone 


295514716 


IN 62w VGAe: m nem Bv MP3 WMA AAC DIVX 


VIDEO — (SEXTA 


Made for 


(Bluetooth | ipod 


connectivity with AppRadio Mode USB and 
MirrorLink™ compatibility. 


5 


JiPhone 


UN psc RDS soerfrrerndD — MOSFET50Wx4 | ed 


A 
dn Smartphone DOLBY. Y USB 
Compatible 


MirrorLink 


wa Enjoy superior in-car AV Performance with 13-Band Graphic EQ, ITE 
5 T7 Auto Time Alignment* and Auto EQ*. ..,,.,.... Cc AVH-175DVD “New 


In-Dash Double-DIN DVD Multimedia AV Receiver with 6.2" WVGA Touchscreen Display, and Direct Control for iPod/iPhone 


[ Main Features 


Non-Stop Mix Play makes it quick and easy to enjoy simple, 
seamless music sequencing. Display Visualizer provides for 
cool visuals that suitably enhance the mood in your car cabin. 


" Point3 


MDXTRAX 


Remote Control 
Included 


Paged’8 


f n MER * 6.2" WVGA Touch Panel Display with LED — - MOSFET50W x4 
C Main F iPod/iPhone Compatibility Backlight + RCA Preouts x 2 2 V) 
ommon Main Features TM Pons e PPont? AEREAS Mode USE CSREES) + Multi-Language Display (Menu/ID3 Tag) — *5-Band Graphic EQ 
R p iPhone 5s, iPhone 5c, iPhone 5 (AppRadio Mode ompatible Di x d s 
+ DivX/MPEG-1, -2, -4/MP3/WMA/iTunes A F + Direct Control for iPod/iPhone (USB) + JPEG Slide Show 
Aoa aR nee clinical AAC Playback from CD/DVD AVH-X7750BT Main Features EU + USB Port (Rear: High Current 1A Handling — - Back-Up Camera Ready 
"LED Backlight See n. - MOSFET 50W x 4 iPhone 3GS Capability) e Wired Remote Input 
+ Multi-Language Display* (Menu/ID3 Tag) iPhone 3G * AUX Input (Audio/Video) * Display Off Mode 
Phone AA 5 + DVD/CD Player with DVD Video Playback + RDS 
iPod touch (16 2nd, 3rd; Sth/and sth generationi + DivX/MPEG-1, -2, -4/MP3/WMA/iTunes i: 
iPod classic RC/RI: Remote control unit included. peas . See pages 88 and 89 for accessories. 
iPod with video RD: Remote control unit is optional. AAC/WAV Playback from USB Device 


iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) * DivX/MPEG-1, -2, -4/MP3/WMA/iTunes 


+ AUX Input (Audio/Video) 


+ JPEG Slide Show 
* Back-Up Camera Ready 
* Rotary Volume Control 


AVH-X6750DVD Main Features 


Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may 


AAC/WAV Playback from CD/DVD 


vary depending on the software version. Touch = SRTELANGUMEE DVD D> DOLBY. 
- DVD/CD Player with DVD Video - Wired Remote Input See page 92 for more details. nm 6.2W VAS: ED] su ee gm MP3 WMA AAC DIVX. nme Madefor = 
Playback - Display Off Mod D. . 
laybac isplay ode © iPod : iPhone 


* See page 19 for more details. 


See pages 88 and 89 for accessories. 


Back UP 
RDS svenfruvermD MOSFET 50Wx4 M 
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AV RECEIVERS 


AppRadio 
MODE 


Bl A Revolutionary Way to Use Apps in the Car —— 
AppRadio Mode* revolutionizes the driver's smartphone experience 
by bringing compatible iPhone 5s, iPhone 5c, iPhone 5, iPhone 4S**, 
iPhone 4**, 5th generation iPod touch, 4th** generation iPod touch, or 
Android*** apps to your dash. 

* AppRadio Mode USB: Compatible with AVH-X5750BT, AVH-X4750DVD, AVH-X2750BT, 
AVH-X1750DVD, AVH-X7750BT and AVH-X6750DVD. ** Compatible with AVH-X8650BT. 
*** Not all Android phones are compatible. 

l Made for Smartphone 


f pa 
SiPod [iPhone | Il compattie 


| AppRadio Mode 


E How to Use AppRadio Mode 


AppRadio Mode (iPhone connectivity example shown) 


Through the display of the AV receiver, you can fully 
control apps compatible with AppRadio Mode. 


Install the AppRadio app and other 
3rd party apps to your iPhone. 


After launching the app, connect your iPhone to the receiver using the 
AppRadio Mode compatible cable. Pressing the " MODE" button lets you 
change to the AppRadio Mode's Home display screen. 


E Side Control Bar 


Press the Home button twice, and the Side Control Bar goes on display for easy access to the Phone Menu and other Sources. 


Source List Home Display for Android Connection Current AV Source or App 


Bluetooth? Hands-Free Display 


Launcher App 


llAppRadio Mode USB 


With connection simplified, worries about selecting the appropriate cable and the corresponding clutter of cables around the center console 
disappear. 


Android* NEW - 


USB Extension Cable (1.5 m) 
included in AVH CD-MU200 


>a 


USB - Micro USB Cable 


‘Phone 5s, iPhone 5c iPhone 5, and 5th Generation iPod touch - 


USB Extension Cable (1.5 m) included in AVH Optional CD-IU52 


EB-—— —— —4i 2 eo 


lightning-USB Cable 


* Not all Android phones are compatible. 


(J AppRadioLIVE 


ll AppRadioLIVE AMEE 


AppRadioLIVE App, which is one of the apps that is compatible with AppRadio Mode, gives you access to all elements of your digital lifestyle 
in one place. Connect your compatible smartphone to a receiver with AppRadio Mode to listen to your favorite music, check the weather, 
find nearby events and more. AppRadioLIVE delivers fresh content from many popular apps without the need to search and open them 
individually. 


EVENTS 
Pioneer keeps you up-to- 
date on the latest news 
stories, RSS feeds and 
weather information with 
Feedly? and Open Weather F 
Map. 


MAPS 
AppRadioLlVE uses the 
native maps from your 
smartphone overlaid with 
INRIX? live traffic data to 
provide live traffic and 
incident information to 
give you an estimated time 
of arrival at your chosen 
destination. 


CALENDAR 
AppRadioLIVE keeps your 

life organized and makes it 
easier to stay in touch and 
have fun. 


MEDIA 
By putting your favorite 
music and media in one 
place, AppRadioLIVE 
simplifies your drive. 


Now you can experience Apple CarPlay, the best way to use your iPhone in a vehicle. You can make calls, get directions, listen to your iTunes? 
library and use Apple CarPlay compatible apps. With Pioneer and Apple CarPlay, you have access to your iPhone's best features in the car you 
already own. 


> 
< 
m 
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AV RECEIVERS 


1 Built 


Bluetooth? 


C3 Bluetooth’ 


Bluetooth Wireless Technology makes hands-free operation comfortable and safe while driving. 


E AVRCP Version 1.4 E HFP Version 1.6 


You can talk with 
much clearer voice 
via spread twice 


File Browsing can be used 
through AVRCP 1.4 version 
of Bluetooth. You can easily 


Frequency Range Coverage 
Previous Receivers 


200 Hz to 3.4 kHz 


search songs in the band width. -— : 
browsing display. ME |. &g 

| New Receivers ! | 
W Siri Eyes Free* Compatible ———————— — — — — — — — — — — — — — — — — — Qe 


Siri Eyes Free 


Smart voice control lets users access various iPhone functions to select music, make calls 
from a contact list, etc., without taking their eyes off the road. 


K 


* Siri is available on iPhone 5s, iPhone 5c, iPhone 5, iPhone 4S, iPod touch (5th generation) and requires Internet access. 
Siri may not be available in all languages or in all areas, and features may vary by area. Cellular data charges may apply. 


I Built-in MirrorLink™ Mirror 


Use an interface cable to connect the receiver and a compatible MirrorLink™ certified smartphone. Then, you can directly control and access 
music, maps, and contacts stored on the smartphone via the receiver's touchscreen. 


USB Interface Cable for Use 
with MirrorLink™ Devices 
(USB-USB Cable: 1.5 m/ 
USB-microUSB Cable: 50 cm) 


You can now assign certain functions of the receiver 
to control buttons on the steering wheel. 


I Dual USB Ports Dual 


More connectivity adds more convenience and utility. For example, you 
can listen to music from a USB device while charging your smartphone. 


J7 Y» 
Lm 


USB Device 


NE AVH-X8650BT Rear Panel 


(Except AVH-X8650BT, AVH-275BT, AVH-175DVD and AVH-3750DVD) 


Take advantage of a wired USB connection to the 
receiver. Sound stays clean and clear, file search and 
access are very quick, and song, artist, time and 
album displays are user-friendly. 


use 


r- 
[| Ü Smartphone 
m Compatible 


Smartphone 


| 13-Band Graphic EQ 


With the unique Advanced Touch Slide Operation, you simply 
drag your finger across the screen to change the EQ curve and 
audio characteristics. 
13-band EQ adjustment allows you to fine-tune sound quality 
just as you like it. 


It's intuitively easy to operate and set system tuning by dragging 
and tapping your finger. 


absorption by the dashboard and seats. 


Auto EQ uses a microphone to monitor and analyze the vehicle acoustics, 
then automatically fine-tunes all frequencies and also applies digital 
parametric equalization to the front and rear speakers — producing a 


smoother sounding musical experience. 


Auto EQ Adjustment Example 
| After adjustment: 
IUI After adjustment || Smooth response with 
subtle nuances 
reproduced clearly. 


btt Before adjustment: 
H+) Beforeadjustment +41 — Rough frequency 

i H j response curve; 
1000020000 unclear overall sound. 


Lai) 


20 100 1,000 
Frequency (Hz) 


| Specialized Audio | 


LAMP f 
Specialized 
Audio Parts. 


The AVH-X8650BT features specialized audio 
components such as a DSP and high-tolerance 
acoustic capacitors in order to reinforce Pioneer's 
dedication to high quality audio. 


Acoustic Capacitor 


It can be difficult to reproduce music accurately in a vehicle due to factory 
speaker locations and interior materials. These limitations can lead to 
sound phase distortion, as well as sound reflection against glass and 


Time Alignment automatically estimates the delay from 
each speaker to driver's position and adjusts speaker 
output timing, so that sound from all speakers reaches the 
driver's ears in perfect sync. 


[ /CD-MC20 0 
Microphone for Auto EQ and 


Auto Time Alignment 
Frequency Band Fine-Tuning 


* CD-MC20 required The different distances from 


each speaker to the driver 
cause the delay of sound. 


| Advanced Sound Retriever 


Hear more detail, warmth and clarity that the artist originally wanted you to hear 
from MP3, WMA and AAC files stored on your CD, USB Device, SD/SDHC Memory 
Card, iPod/iPhone, Android phone and portable media players. Pioneer's Advanced 
Sound Retriever technology benefits 
audio reproduction performance by 
enhancing data (especially high- nh 
frequency data) that tends to get lost in cCUOENSTSE 
the digital compression process. UN 
SR Air* 


SR Air also improves the sound of 
Bluetooth? wireless audio streams. 


Sound quality deterioration due to 
compressed audio file 


Magnitude (dB) 


Original Compressedfile _ Advanced 
fata A Sound Retriever! 


-40 M 
Frequency response of 
-60 |] compressed audio file b 


5. Frequency tite) 
When Advanced Sound Retriever is "ON; the high frequency range is 
* Comp atible with AVH-X8650BT, AVH-X5750BT, compensated to match the frequency response curve of the original sound. 
AVH-X2750BT and AVH-X7750BT. 
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Innovative Pioneer technology that creates a 


VIXTRAX 


Non-Stop MIX with a range of DJ-inspired éffects. 


How MIXTRAX Works 


say Info — — 


Analyzed Music r ->* 


Music Data Analyzed by 
AVH-X8650BT 


AVH-X8650BT 


MIXTRAX 


AV Receiver Analysis 

The AVH-X8650BT is able to analyze the music, so you can enjoy 
Non-Stop MIX Play simply by connecting a USB Device or SD 
Memory Card containing music that has not been analyzed. 
PC Analysis 

You can analyze music on a PC, then put the analyzed music 


data on USB Device or SD Memory Card. The AVH-X8650BT 
allows you to listen it with MIXTRAX function. 


MIXTRAX 


MIX Style 


Select among three mixing styles of different track time durations and 
effects in preset three steps. 


c-— 


Effect. 5Song2] | Effect. Song2- 
Ea " 2 
TAa |m m 


MIXTRAX EZ 


Short Playback Mode "——— 

You can choose a length of ddl E 
5i — ——*X2 -— 

playback (60, 90, 120, 150, 180 sec, 9" ae 


Song 2 Ex 


Song 3 m 
5 f 2 sss 
Song 4 EXE —— 
* Orange portions indicate playback of each track. 


random, or off) to shorten track 
selections and speed up switching 
to following tracks in the mix. 


MIXTRAX Server 


-— : : iPhone, 
NER Quick and Easy, #2 iPod touch 
| | | Non-Stop Mix Play EM ————— 
Android Phone 
i USB Device 


MIXTRAX, MIXTRAX App, and MIXTRAX EZ Comparison 


MIXTRAX Compatible 


Advantage Software Source 


USB Device 
SD Memory Card 


Full-featured 
MIXTRAX Non-Stop Mix Play* 


Compatible 


Quick and Easy, 
IMIXTRAX EZ possent m n iPod, iPhone 


NE 


*1. Requires music analysis by MIXTRAX Software from Pioneer (free download). 
*2. Creates playlists using data from the MIXTRAX cloud server. 


MIXTRAX EZ 


l 


| IMIXTRAX EZ 


Music Data 
AVH-X5750BT 


You can use an iPhone, iPod touch or Android on which 
the MIXTRAX app is installed, to access analyzed music 

data on the MIXTRAX server. Then, you can enjoy music 
with MIXTRAX function via AppRadio Mode. 


* Some models are not yet compatible with MIXTRAX App, so please 
refer to the Pioneer website for the latest relevant information. 


Experience your music as a simple quick 


non-stop mix. Tracks are joined by 
various random sound effects and you 
can experience the intimate euphoria of 
listening to music that sounds as if a 
club DJ is there playing it. 


Link Gate 

Automatically create a new MIX playlist based on the Artist, 
Genre, Tempo, or Year of the currently playing song. Now its 
even easier to enjoy a Non-Stop MIX that matches your taste. 


Display Visualizer 

The Display Visualizer provides for cool ambient visuals that 
enhance the in-car mood. Three shining spheres change their 
speed and movement based on the music in your Non-Stop MIX. 


BPM Slider Bar 


Change the beats per minute (BPM) of the currently playing 
music by sliding up or down along the bar. 


Selectable Sound Effect 


Select the desired special sound effects using 
the setting menu. 


Display Visualizer 
Enjoy club illumination-style visual effects that match 
set background colors. 


| Advanced User Interface —— i 


More advanced than ever before, the Multimedia AV receiver features a responsive, powerful and intuitive touchscreen user interface that is 


easy to use and highly customizable. 


E Quick and 
Song List 


ll Seamless Access 


Home Menu Display 

Just tap the icon on the Home Menu for 
quick access to the currently playing 
source, Bluetooth? or AppRadio Mode. 


AVH-X8650BT Display 


Operation is intuitive, as with a 
smartphone, using such touch gestures 
as a flick to quickly scroll a list. 


i Advanced Customization —— 


Source Menu Display 


Simply drag and drop to change and 
customize Source Menu order. 


Easy Operation — 


AVH-X5750BT Display 


The extra-thin face panel* of 
the AVH-X8650BT is easy to 
remove and carry out of the 
car to deter theft. 


* Carrying case is included in the box. 


Tuner Ready 


(Except AVH-275BT, AVH-175DVD and AVH-3750DVD) 


GEX-1550DTV and GEX-1550TV TV tuner can be operated via 
receiver touch panel displays. 


'F(S)RD 
‘Eee Digital TV Tuner 


* Compatible broadcasting system*: ISDB-T 
SG, 


PORC ORI 


Analog TV Tuner 

* Compatible broadcasting systems": 
PAL/SECAM/NTSC 

*The ISDB-T digital and PAL/SECAM/NTSC analog TV 

broadcasting systems are not compatible with all regions. 


| Dual Zone Audio/Video jou 


Pioneer's AVH-X8650BT allows rear seat 
passenger to enjoy audio or video 
content on additional rear seat monitors 
and headphones, even while the front 
passenger and driver listen to audio from 
other sources. 


I Multi-Language Display 


New Pioneer Multimedia AV receiver features 
Multi-Language Display of Menu and ID3 tag text. 


MULTI-LANGUAGE 
DISPLAY z——— 


English/Thai/Chinese (Simplified)/Chinese (Traditional)/ 
Bahasa Indonesia 


RC 


TET zd 
RD" 9 


Central America/Latin America/Oceania 
English/French**/Spanish/Portuguese **AVH-X8650BT only 


* Language and compatible accessories 
differ according to region andis 
specifically indicated on packaging 
carton. Ask local distributor for details 
regarding any exceptions that may exist 


Middle East Asia 


English/French/Portuguese/German/Dutch/Russian/ 
Arabic/Persian/Hebrew 


Note: AVH-3750DVD — English/Spanish/Portuguese/Russian 
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DVH-875AVBT ^ 


DVD Receiver with 3.5" Color TFT Display, Built-in Bluetooth®, 
Front USB Port, and Front AUX-In 


DVH-775AV “NEw 


DVD Receiver with 3" Color TFT Display, 
Front USB Port, and Front AUX-In 


A 


^ Modem Gal 
D Miis. Marrser 


Rear Panel (DVH-875AVBT) Remate onal 


Bluetooth Video IN Audio Preouts 
Microphone IN Audio IN 


3.5W/3.0W^ | yee 2ve MP3 WMA DIVX. T8% Y} uss 


Smartph 

o martphone 

M UP 3] Bluetooth Tg Compatible 
amera 

a 

Note: "Control for Android Phones with CarMediaPlayer App’, and "Bluetooth Wireless Technology" for DVH-875AVBT 

*1. 3.0-inch display: DVH-775AV *2. DVH-875AVBT 


SIN BESA Huevo? 2 


FEE  wosrer50wx4 


Key Selling Points 


-Pioneer audio receivers are compatible with certain Android phones. iem Smariphone 
feid (DVH-875AVBT) I compart 
CF - Bluetooth Wireless Technology enables hands-free calling. Enjoy wireless : 

- A audio control and streaming. (DVH-875AVBT) © Bluetooth 


ee _ Large built-in 3.5" (DVH-875AVBT) and 3" (DVH-775AV) color TFT displays 2.5W/3.0W 


«J provide excellent visibility and operability. 


é wh In-car playback of DivX highly compressed digital video files 
(2 from DVD and USB device. 


/ Common Main Features gue text: upgraded features from DVH-345UB) 


+ Multi-Language Display (Menu/ID3 Tag) + 3-Band Equalizer (Bass/Mid/Treble) + 3.5" Color TFT Display with LED 

* USB Port (Front) * JPEG Slide Show Backlight 

e Front/Rear AUX Inputs (Audio/Video) e Back-Up Camera Ready * Dual Color (Red/Blue) 

* DVD/CD Player with DVD Video Playback — + Rotary Volume Control + Direct Control for Certain Android 


DIVX. 2 uss 


DVH-775AV Main Features 
(Blue text: upgraded features from DVH-345UB) 


* 3" Color TFT Display with LED Backlight 
* RCA Preouts x 2 (2 V) 


DVH-875AVBT Main Features 
(Blue text: upgraded features from DVH-775AV) 


See pages 88 and 89 for accessories. 


e DivX®/MPEG-1, -2, -4/MP3/WMA Playback • Detachable Face Security™ Phones (Bluetooth) 

from USB Device * Wired Remote Input e Control for Android Phones with 
+ DivX/MPEG-1, 22, -4/MP3/WMA Playback — : Display Off Mode CarMeidaPlayer App 

from CD/DVD + Built-in Bluetooth Wireless 
+ MOSFET 50W x 4 Technology (Hands-Free Calling/ 


Wireless Audio) 
* Hi-Volt Preouts x 2 (4 V) 


( E -————3stgpsÀ — - -< 


Jj 
N d 


lll Control for Android Phones with 


ll Convenient, Easy Bluetooth? Wireless 
CarMediaPlayer App 


Functions 
C Bluetooth 


Extend your choices in car entertainment by connecting a 


+ Hands-free calling (HFP) for safe driving P. -N 
compatible Android phone to the audio receiver to eye Smartphone 


* Wireless Audio Streaming/Control (A2DP) : 
control CarMediaPlayer. Compatible 


E Large Full Color TFT Display 


* The DVH-875AVBT and DVH-775AV include a built-in full color TFT display with excellent visibility and comfortable functionality 
operable with a range of information. 
+ Having a display built into the front panel makes it easy to enjoy video. 


3.5W/3.0W 


3.5" Large Display (DVH-875AVBT) 


3-inch display 


Sh agii Sa TTI 


USB Playback Video Playback 3.5-inch display = 


te eel 


Versatile Connectivity —— 


Versatile Multimedia Playback 
DivX playback from DVD and USB Devices 


DVH-875AVBT 


Portable AUX-in™* External auxiliary 


. media player* Bee device 
DIVX . E 
iz| | USB Device 
Certain Android Bluetooth-compatible * Pioneercannot guarantee compatibility with all USB mass storage devices and 


assumes no responsibility for any loss of data on media players, smart phones, or 
other devices while using receiver. 
** 3.5mm Mini-Jack cable required. 


Phones device 


DVH-345UB i 


DVD Receiver with Front USB Port, and Front AUX-In 


Rear Panel* 


Audio Preouts 


* Rear panel configuration may vary depending on area. 


»» . 
ED] DVP ææ MP3 WMA AAC DIVX. moo ‘use ZEN Ben 24bit tmm RDS svrerfrunermD MOSFET5OWx4 yc 


/ Main Features u 


* LCD Display with LED Backlight (10-Character) + DivX/MPEG-1, -2, -4/MP3/WMA/iTunes AAC Playback + Rotary Volume Control 


* USB Port (Front) from CD/DVD * Detachable Face Security" 
* Front AUX Input (Audio) * Advanced Sound Retriever * Wired Remote Input 
* DVD/CD Player with DVD Video Playback * MOSFET50Wx4 «RDS 


* DivX®/MPEG-1, -2, -4/MP3/WMA/iTunes® AAC/WAV 
Playback from USB Device 


* RCA Preouts x 2 (2 V) 


+ 3-Band Equalizer (Bass/Mid/Treble) See pages 88 and 89 for accessories. 
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KEY FEATURES STEP-UP EOAGISCHI CHART . 


USB Direct USB Direct | MIXTRAX 


Color | Advanced Color — Advanced 


— rental SD/SDHC MIXTRA 


| A SD/SDHC | ü 
. Audio AUX ay USB vs M Page : Audio — AUXInput USB Control Control for E 3 usi ; Page 
Displ Preout | CDPI: Cert M Bluetooth Customi- ^ Sound Displ Preout | CDPI: | Certi M BI tooth Customi- ^ Sound 
isplay | Preou ayer | Format | (MiniJack) Interface" | | for iPod/ Bap ee. luetoo ring Bromear] somi | Nei Number isplay | Preou ayer Format (Mini-Jack) Interface" for iPod 1 Eo roid, | [a luetoo racing Brenan d Minis. Number 
| iPhone? | Phones" | | iPhone? | Phones 
Full Dot MP3 s: | VALCD MP3 m ' 
DEX-P99RS | OE gy © WMA Front Rear © Lbs we 24 MVH-X465UI | 2e, 2 WMA Raro Rr 0/6 > w'| e 34 
3-Line WAV (13x14 Sub) J 
Full Dot MP3 | MP3 HFP 
DEH-80PRS (D | gy | @ | V | Front | Rearx2| e T e g4' e 26 MVH-X375BT | 1 wma Front Fon? 6 6 M" e. © 35 
3-Line WAV SPP 
FullDot — ; Wit 3 VA LCD KER 2 
DEH-9450UB ID (gv) o aac | Rear Rearx2 © o wu o 29 MVH-X175UI (12x1) 1 WMA Front | Front o © e o 35 
3-Line WAV X WAV 
FullDot 3 Hm TT F VALCD MP3 nee " © ; 
DEH-X9650BT | iD | qy | 6 YMA Front Rax: © | © © Am p 9 Jg e 30 FH-XL755BT | 2ine 2 © WMA Font Front? 6 A2DP 9' e 36 
3-Line WAV SPP J»' (13x1« Sub) WAV AVRCP J 
Full Dot MP3 e VALCD MP3 e 
DEH-X9650SD | LCD avi e | VMA Front Rerx2 © o o , | Nu 30 FH-XL555UI | 2-line 2 © WMA Front Fron? 6 g 9 36 
3-Line WAV rl (13x14 Sub) WAV J^ 
Full Dot MP3 HFP e VALCD MP3 | HFP e 
DEH-X8750BT | LCD dn e | YMA | Rear | Rae | 6 © are | p| @ | @' e 31 FH-X775BT Mine —2 6 WMA Front Fron? 6 o E o' € 37 
3-Line WAV SPP P" (13x 1 + Sub) WAV SPP Py 
Full Dot MP3 © VALCD MP3 e 
DEH-X7750UI | LCD n e | W^ | Rear | Rear | 6 o , | @ | | e 31 FH-X575UI Mine — 2 @ WMA Front Front? 6 © w'| e 37 
3-Line Wad P: (13x1+ Sub) WAV J 
VALCD - MP3 , | HEP o MP3 
DEH-X6750BT | 2Line 2 © wma Front Front? © © ele o" e 32 FH-X365UB E © WMA | Front | Front? T o o 37 
(13x14 Sub) WAV m up zx (12x1) WAV 
VALCD MP3 " o : DXT-X1769UB | VALCD MS 2 
DEH-X3750UI 2-Line 2 o WMA Front Front [2] © [= | [2] 32 1 o WMA Front | Front o o o 38 
(13x14 Sub) WAV Nr — DXT-X176UB | (12x1) WAG 
| MP3 HFP MP3 | HFP 
DEH-x4750BT | "AID 3 ©  wMA front Front? © © ADP | o e^ 33 MxT-x376BT | AD — , WMA | Hot Fron? © | 6 uo | @ e^ 39 
(12x 1) WAV AVRCP (12x 1) WAV AVRCP 
SPP | | | SPP 
MP3 k MP3 " : 
DEH-X2750UI | fy) 2 © WMA Font Hw 6 © o o 33 MXTX176U| | (hv) i WMA Hot Fo? © © Ə Ə 39 
B | MP3 , P For Flashing Color. i For Color Customization. 
DEH-X1750UB D | 1 e WNA Front Front 2 e e e 33 ? For Flashing Color. «9 For Color Customization. 
DEH-X1750UBG ( X ) | WAV *1, Pioneer cannot guarantee compatibility with all USB mass storage devices and assumes no responsibility for any loss of data on media players, smart phones, or other devices while using receiver. 
| *2. Please use CD-U50E USB extension cable if a direct connection causes a USB device to protrude from the receiver in a way that can interfere with driving. 
DEH-155MP LCD 1 MP3 *3. Compatibility with unit depends on iPod generation. Requires use of optional cable. 
WMA E *4, i ible. 
DEH-155MPG (1 2x1 ) ” WAV Fron = Aa » iau peu NE Audio Distribution Profile, AVRCP — Audio/Video Remote Control Profile , SPP — Serial Port Profile. Please refer to instruction manual for other information about 
profile compatibility. 
VALCD MP3 HFP Ə *6. Works with music from iPod, SD/SDHC memory card and USB device. 
MVH-X565BT 2-Line 3 WMA Rear Rear e © E em e" 34 *7. 125 colors. Key illumination only. 
(13x 14 Sub) WAV SPP J^ rs *8. 210,000 colors (separated). Colors for key illumination and display are separately adjustable. See page 91 for in-depth information on features. 


*9. Also available for Bluetooth Wireless Audio. 


Pioneer 


E 
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o 
-— D 
s E. r High-Performance Damping New High-Precision Sound 32-Bit Binary M 
Audio Receiver with Sound Master Clock Circ Material and Mechanism ——- — Master Clock Circuitry ————— Floating-Point DSP 
DSP, and USB Port with Digital Direct Sig ; MP : ; t: : : : Mes : 
2 To pick up digital signals recorded on CDs with The latest integrated circuits require superior clock The DEX-P99RS incorporates 32-Bit Binary Floating- 
superior precision, new damping mechanism and signal quality to handle digital data accurately without Point DSP for high-precision sound processing and 
material firmly press and fix the entire CD distortion at ever-higher speeds. New Sound Master tuning without degrading digital signals from their 
mechanism module — effectively absorbing and Clock Circuitry in the DEX-P99RS generates clock sources. 
dispersing vibration caused by CD rotation. waveforms to read and process digital signals with Example of Calculation by Fixed-Point DSP 
ultra-precision, and a T 
" i eliminate jitter noise 4 N MI 
Damping CD Mechanism prose seston of Damping in b The Ps [| = [] S 


result: extraordinarily 


Upper side of clear, pure sound. 


Damping material main body case 


CE)  Wp3 


Pub d TREAT 


e E d | ^ CD mechanism module. EH = 
r ry eua LITE bim 50 100 200 500 1k 2k Sk 10k 20k 
I h — Example of Calculation by Binary Floating-Point DSP 
e Re f er ence Damper presses and fixes CD mechanism Sound sten doekicirguity js Nr 
modulata suppress vibration Clock Wave Form Comparison Es A ps 
-40 NI INA 40 
-50 B e a a -50 
Vibration Wave Form of CD Mechanism Module During Playback -60 AN H 60 
-70 —— aed 70 
-80 A MA -80 
-90 rh rH -90 
-100 -100 
-110 LH 410 
Without damping material With damping material LAB ML M LM EE M I 
a N02: DEX-P99R5 does not reproduce Dolby® Digital and DTS* digital 
Rear Panel Old clock circuitry New clock circuitry surround sound. 
Point 
>) — 
E Auto Time Alignment and Auto EQ — — — — W4-Way Digital Network 
Time alignment automatically estimates the delay from each speaker to driver's To let listeners keep transitions between frequency ranges sounding smooth, the 
position and adjusts speaker sound output timing accordingly by 0.77 cm DEX-P99RS features a 4-Way Digital Network that lets you adjust Cutoff Frequency, 
differences, so that sound from all speakers reaches the driver's ears in perfect sync. Cutoff Slope, Level and Phase for any of four (high, mid, low and subwoofer) 
Auto EQ tailors specific musical characteristics according to taste, uses a frequency ranges. Moreover, the adjustments for left and right channels can be 
microphone to monitor and analyze acoustics, then automatically fine-tunes all made independently of each other. The result: more distinct separation of the four 
frequency bandwidths and front and rear speaker digital parametric equalization. frequency ranges and fuller, more natural sound, with each speaker reaching its full 
These entire processes occur in 543 seamless steps in just about 5 minutes. potential as part of a multi-speaker system. 


JEL Sees SS, MP3 WMA AAC SIN BESA Hivor = | use Made for 


| ]| Bluetooth® iPo d 
it UTO WIRED Adapter Ready © 
t DSP pat) AHA (EE O Sem U 


4-Way Digital Network 


Network L/R Independent Network 


rex E f Phase 
- ze Cutoff Fi H Cutoff SI Level 
Microphone for Auto EQ. Microphone jack is under Time Alignment Image adc cuales aS (Normaleverse 
frequency band fine-tuning front panel (DEH-P8ORSI) pride dec dasif | High (HPF) 1125 k'6k2k25k315k4k5k -6 dB/-12 dB/-18 dB/ 0to-24 dB/ O 
à c c C : : ur 63K/8K/10K/125k/16k -24 dB/-30 dB/-36 dB/oct. | MUTE (1 dB step) 
Devices and materials carefully selected according to the highest standards to achieve they are virtually equidistant 
e e e 5 ^ ^ 
the ultimate in sound quality. Auto EQ Adjustment Example fontfocusedsoindsoge [wan EOSSRENUDEARUR P ps gana | nea 


| 3.15 K4 K/5K/63k/Bk/10K/125k/16kK/20k 2408.30 dB⁄-36 dB/oct. | MUTE(1 dB step) 


| | |] 1 I L 
HM4— After adjustment 


ta 20/25/31.5/40/50/63/80/100/125/160/200/250/ 
L/R Independent 4-Way Crossover, 31-Band L/R Independent EQ and 0.77 cm step Auto z After adjustment: Mid (HPF) |31000000 nasie  |PASS-628/-12dB/-18c8/ | 002448 | O) 
| pe li hel Pa” field i d il al | Smooth response with subtle nuances 25K3.15k/4k/5 K63 K/8 k/10K/12.5k/16k “24 dB 30 db/ecB/ock;" | MUTE (1 dB step) 
J Time A ignment eip optimize sound field in gr eater detail. “af | reproduced clearly. 
[*] 25/31.5/40/50/63/80/100/125/160/200/250/315/ 
2 aa : Low (LPF) |400/500/630/800/1 k/1.25k/1.6k/2k/25k/ Dru re niet «lined ded! C) 
gu 0 5.5 o. 5 5 A E O ee | Before adjustment: 315k/Ak/5k/63 K'Bk/10k/125 k/16k/20k 3405/30 dB/36 doct (i dBstep) 
Built-in USB port allows transmission of digital signals from a connected iPod, iPhone & | | |l Beforeadjustment | Rough frequency response curve; unclear 
e e . . I | overall sound. 20/25/31.5/40/50/63/80/100/125/160/200/250/ 
or USB Device to DSP for high-quality sound reproduction. | i cil Low (HPF) SISAUSOUGURQU asis — |PASS-S46412d8/ Bd | 1602408 | CO) 
- 1 [| | low- to 25 k/315WAWSW63W/BK/OWI2EK/16k 24 dB/-30 dB/-36 dB/oct. | MUTE (1 dB step) 
20 100 1,000 70,000 20,000 Er smoother nd Ski. 
H Frequency (Hz A Li Li 25/31.5/40/50/63/80/100/125/160/200/250/315/ 
[Main Features qune high-range 5U sw er) |ioosoueneariviasknsiakasy |SS sdadsa | tena | O) 
E > " "eS 3.5k/Ak/5k/63k/8k/10k/125 k/16k/20k oT : P) 
Full Dot OEL Display (192 x 48 Pixels, 3-Line) + Auto EQ and Auto Time Alignment iPod/iPhone Compatibility 
+ Multi-Language Display (English/Spanish/Portuguese) 
+ Bluetooth® Adapter Ready (CD-BTB200 Required)* + 7-Way Rotary Commander T C 287777] — z cm 
Li = iPhone 3G 
USB Interface Cable for iPhone 
i i iPod touch (1st, 2nd, 3rd, and 4th generation) a 
* AUX** Input (Front) iPod/iPhone (50 cm) iPod classic eae NS : ] . . . 
- iTunes AAC/MP3/WMA/WAV Playback + Detachable Face Security™ iPod with video * Digital signal is directly transferred to DSP for high-quality sound reproduction from USB device and iPod. Made for 
* Advanced Sound Retriever * Display Off Mode iPod nano (1st, 2nd, 3rd, 4th, 5th, and 6th generation) NR A aaa ; i 
Tum l * 125-Color Button Illumination offers choice of colors to closely match the illumination of various dashboard displays. USB Pod 
Notes: Receiver may not operate other iPod jo} IFO 
- or iPhone models. Compatibility with unit + Automatically mutes sound from source being played as a car window or door are being opened or closed. 
* External control of IP-Bus Bluetooth Adapter has some limitations. E Ms vary depending on the 


Please consult owner's manual or Pioneer sales representative for more information. 


** Usea 2.5 mm diameter mini-jack to connect to the AUX input while the Auto-Flap Motorized Face is at open position. See page 92 for more details 
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Rear Panel 


Made for 


S iPod [iPhone 


Dual 
DSP EG FAAP Exi (ERI RDS sorznfruxenmz) vosrer50w4 emen SS) USB 


LAT M m x = MULTI LANGUAGE om MP3 WMA AAC iS Fr SIN ERCA Hi-VOLT ábit } 


Key Selling Points 


gu Devices and materials carefully selected according to the highest standards 
F to achieve the ultimate in sound quality. 


Pioneer's exclusive sound field technologies including Auto EQ and Auto Time 
J Alignment help optimize audio in ways that perfectly suit particular listening spaces 
" andallow subtle manual control of settings. 


E» 


Pom Versatile connectivity helps deliver exceptional sound quality from various 


J digital devices. 
: iPod/iPhone Compatibility 
[Main Features sue text un: 
* CD Player -MP3/WMA/WAV/AACPlayback ^ -Flap Face ienoneg 
+ Full Dot LCD Display (192 x 48 Pixels, 3-Line) - Anti-Dust Design iPhone 3GS 
* LED Backlight * Wired Remote Input iPhone 3G 
+ Multi Language Display (English/Spanish/Portuguese) * Display Off Mode iPhone 


* Separated Color Customization (More than 210,000 Colors) + Detachable Face Security" iPod touch (1st, 2nd, 3rd, and 4th generation) 

* SD/SDHC Memory Card Slot * Advanced Sound Retriever + Lever Key TEE 

* USB Direct Control for iPod/iPhone (CD-IU51 Required) + MOSFET 50 W x4 + Rotary Volume Control iPod with video 

+ Dual USB Ports (Rear: High Current 1A Handling Capability) + Supertuner? IID pod Piha een ti 

* AUX Input (Front) * RDS * Card Remote Control soe nano ( 25,200, re Au iQ RIOT GOROKN don) 

+ Music Browser Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may vary 
depending on the software version. 
See page 92 for more details. 


POI A = 
1 | j — 


E High Performance Burr-Brown 24-bit 
Advanced Segment D/A Converter: x3 —— 


ncorporation of three circuit boards for each of high, 
mid and low frequency ranges make for exceptional 
inear sound reproduction with wide dynamic range 
and low distortion of original sources. 


lBlFour-Layer Circuit Board Design- 


Uses four-layer copper foil, and parts are set by 
reflow mounting to both sides of the circuit board. A 
more highly integrated parts layout makes the circuit 
board significantly more compact than a 
conventional one. Ground and power supply 
patterns are mainly used in the inside layer and the 


Full-Custom High-Capacitance Power Supply Capacitor — 


Stabilizes power supply to keep sound clear and consistent. Original 
parts are developed and tuned for optimal sound quality through 
close examination of materials and repeated listening trials. 


E 
2 
o 
E: 
O 
à 


Sound Master Clock Circuitry 
Generates clock waveforms Clock Wave Form Comparison 
to read and process digital 
signals with extraordinary 
precision to eliminate jitter 
(digital signal time axis 
fluctuation noise). Very fine 
signals can be accurately 


lower impedance as a result greatly reduces noise. reproduced. Old clock circuitry New clock circuitry Sound master clock 
circuitry 
Komt 
7) im 
= J 


28-bit Binary Floating-Point DSP. 


Handling of a wider range of complicated calculations than fixed-point DSP and use of advanced programming technology allows for this high-precision 
sound processing and tuning without source digital signal degradation. 


@ 3-Way Digital Network Mode 


The DEH-80PRS lets user switch to "network mode" for a 3-Way Digital Network, 
connecting (via three preouts) up to three external amplifiers, dedicated to driving 
high-, mid- and low-frequency ranges, respectively. The result: more distinct 
separation of the three frequency ranges, 
for more full, natural sound realizing more 
of each speaker's potential in a multi- 
speaker system. 


3-Way Digital Network System Connection Example 


PRS AMP 
PRS AMP 


PRS AMP 


@ L/R Independent 16-Band Digital Equalizer @Time Alignment 
Incorporates L/R Independent 16-Band Digital <p, 16-Band Equalizer Curve Not only can this function precisely adjust each 
Equalizer excellent at correcting frequency aan speaker's output timing according to its distance from 


characteristics distortion. Makes full, fine the listening position in 1.25 cm increments - it is also 
adjustment by each 2/3 octave to realize ideally adaptable to a 3-way multi-amplifier and speaker 
flat sound characteristics in any type of car. q system. 


uc. ll 


20Hz  100Hz TkHz 20kHz 
Frequency 


@ Auto Time Alignment and Auto EQ aces 
A just t: 
Time alignment automatically estimates the delay from each speaker to driver's position = After adjustment = Smooth sponse With 


Auto EQ Adjustment Example 


and adjusts speaker sound output timing accordingly by 0.77 cm differences, so that sound a) subtle nuances 
from all speakers reaches the driver's ears in perfect sync. Y reproduced clearly. 
Auto EQ tailors specific musical characteristics according to taste, uses a microphone to His > Before adjustment: 
monitor and analyze acoustics, then automatically fine-tunes all frequency bandwidths and à Rough frequency 
front and rear speaker digital parametric equalization. Microphone for Auto EQ ~ response curve; 
These entire processes occur in 399 seamless steps in just about 6 minutes and 30 seconds. frequency band fine-tuning unclear overall sound. 
100 1,000 10,000 20,000 
Frequency (Hz) 
POWIU — 
2 


Direct Digital Transfer for Superior 
Compressed Audio File Sound Quality 


Connection Example for USB Devices , 
.SD Memory Card and External Auxiliary Device 


Musical signals recorded in an iPod, USB device and SD memory card are directly 
transferred to a DSP as digital signals and processed so that quality of sound using 
these digital devices is excellent. 


-ai 


Electronic " 
Volume IC Amplifier — 


DEH-80PRS E 
n Portable 
USB Device media player* 


Digital Direct * Pioneer cannot guarantee compatibility with all USB 


Digital signals are processed directly CRAS A ma; storage devices and assumes no responsibility for 
ny loss of data on media players, smart phones, or 


from Digital devices. 
ther devices while using receiver. 


AUDIO RECEIVERS 


Pioneer 


MIXTRAX IVI DT R AX 


MDXTRAX EZ 


(Except DEX-P99RS, DEH-80PRS and DEH-9450UB) 


New Pioneer Audio Receivers are compatible with MIXTRAX 
EZ for quick and easy Non-Stop MIX Play without using 


MIXTRAX software. 4 
UninterruPt? 
Musical High Excite a 


M si mW. ] 
Innovative Pioneer technology th 
Non-Stop MIX- with a rangeéo -irispired effects. 


Special Effect! 


> 
Track C Track B 
T 1 


Auto Flap Face Dual. USB Ports 


Highly functional, high-quality face panel More connectivity adds more convenience ct ion Dual 
design features a smoothly and utilities. ne I USB 
motorized auto flap. AUTAP. Flexible Con 


Bluetooth® Two-Phone Full Time Connection 


The receiver can receive 

calls from either of two an 
mobile phones that are ^ 
connected to it. 


Lever Key Separated Color Customization 


(Except DEX-P99RS, DEH-X4750BT, DEH-X2750UI, DEH-X1750UB(G), 
MVH-X375BT, MVH-X175UI, FH-X365UB, DXT Series and MXT Series) 
Lets user match a 
receiver to car cabin 


Bluetooth Wireless Technology makes hands-free 
operation comfortable and 


safe while driving. Q Bluetooth 


Private 


Business phone 
phone 


Gives a driver more assured 


operability and smoother and dash. 
control of various functions —— ETE 
and settings. - tion rip ratem n 
gra SEL aar. - MA. 
steady Op See 
Car lite 
For iPhone and iPod: jatipie V (Except DEX-P99RS) 


Media App Control... 


This allows a passenger to use iPod and Android apps and play the accompanying audio from those applications through the car speakers. 
Media App Control can be booted up as a music source for extra-speedy access to iPod, iPhone sno Android app control. ur Car 


Note: App Mode for DEH-80PRS, DEH-9450UB, FH-XL755BT and FH-XL555UI. Apps in Yo 
USB Direct Control for iPod/iPhone” and Certain Android Phones? 


*1: (Except DEH-X1750UB(G), FH-X365UB and DXT Series) 
*2: (Except DEX-P99RS, DEH-80PRS, DEH-9450UB, FH-XL755BT, and FH-XL555UI) Y Made for 


Take advantage of a wired USB connection to the receiver. Sound stays clean iPod l | iPhone 
and clear, and song, artist, time and album displays are user-friendly. 


Brightness Selling — žěž Advanced sound üelrieve Ver 


i i Smartphone 
M Compatible 


(Except DEX-P99RS, DEH-80PRS, DEH-9450UB, FH-XL755BT, FH-XL555UI and FH-X365UB) 


Set brightness to any of five or ten levels for excellent visibility under various Paice high-quality 

viewing conditions during the day, at night, etc. sound from compressed - P 
digital audio files and ou B E 
Bluetooth wireless audio data file Henever 
streams. 


Í DEH-9450UB 


Audio Receiver with Dual USB Ports, USB Direct Control for iPod/iPhone, and Auto Flap Face 


SH3AI393H Olanv 


Pioneer 


LR ie 


Ku» uw b MEE Rtry 


——23 vt 


ony z] | 


>>, MP3 WMA AAC 3 
E (EA RDS surcrfrunermD Wosrer 50Wx4 SX nite 


= Selling Points 


2 4M functional, high-quality face panel design features 
asmoothly motorized auto flap and clear front interface. 


—— audio parts carefully chosen for outstanding 
audio quality. 


Music Browser for faster, simpler song search and selection. =; 


[Main Features (i text: up. 


«Full Dot LCD Display (192 x 48 Pixels, 3-Line) 


iPod/iPhone Compatibility 


+ MP3/WMA/WAV/AAC Playback — *Wired Remote Input 


* Advanced Sound Retriever + Detachable Face Security" 
* Multi Language Display (English/Spanish/Portuguese) 
* Separated Color Customization (More than 210,000 Colors) 
+ USB Direct Control for iPod/iPhone (CD-IU51 Required) 


+ Rotary Volume Control 
+ Card Remote Control iPod touch (1st, 2nd, 3rd, and 4th generation) 
- Hi-Volt Preouts x 3 (4 V) ———- s 


(Rear: High Current 1A Handling Capability) 
iPod nano (1st, 2nd, 3rd, 4th, 5th, and 6th generation) 


Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may vary 
depending on the software version. 

See page 92 for more details. 


AUDIO RECEIVERS 


DEH-X9650BT 


Audio Receiver with MIXTRAX, Built-in Bluetooth?, Dual USB Ports, USB Direct 
Control for iPod/iPhone and Certain Android Phones, and Flap Face 


-DEH-X9650SD 


Audio Receiver with MIXTRAX, Dual USB Ports, USB Direct Control for 
iPod/iPhone and Certain Android Phones, and Flap Face 


 — — 


MT 


PED Erg] wueses <>, MP3 WMA AAC 


Smartphone 


Compatible 


22 SIN ps Hi-VOLT pred 24bit P 2 m TUIS TEES Dui Mage ] 
ique a i rity MOSFET 50Wx4 E 3 Bluetooth’ USB ej iPod L 


P- 
im! 


iPhone 


Siri Eyes Free. =) 


Note: "Bluetooth Wireless Technology", and "Siri Eyes Free" for DEH-X9650BT. 


Key Selling Points =a 


Finely detailed Full Dot 3-Line FULDoT 


Non-Stop Mix Play makes it quick and easy to enjoy simple, 


vae 99 LCD display features flapface F; 4p seamless musicsequencing. Cool Flashing Color livens up the cabin 
zu» withsleek,elegantdesign. FACE = withlight pulsing to the beat ofthemusi. — MWXTRAX 
«P» Smartphone compatibility lets you play music stored inan iPod, { madefor _ ms 
Page A A A A BiP d z iPh [| j Smartphone 
Page. # iPhone or Android phone through your car audio system. e|IPod LIiPhone Compatible 
CTD » Dual USB Ports with 1A high current handling capability enable connections to Dual M 
/:J--- 9 various digital devices. USB 
Made for 

* MIXTRAX (MIXTRAX EZ Z for Quick Non-Stop MIX Play) + 5-Band Graphic EQ iPhone 5 

+ Flashing ae for MIXTRAX iPhone 4S 

* CD Player + AUX Input (Front) + Anti-Dust Design iPhone4 

+ Full Dot LCD Display (192 x 48 Pixels, 3-Line) * Music Browser * Wired Remote Input iPhone 3GS 

* LED Backlight * MP3/WMA/WAV/AAC Playback + Display Off Mode mE 

+ Multi Language Display * Brightness Setting iP ene 

* Separated Color Customization (More than 210,000 Colors) * Advanced Sound Retriever + Detachable Face Security" iPhone 

+. MOSFET 50W x4 + Lever Key iPod touch (1st, 2nd, 3rd, 4th, and 5th generation) 


+ Rotary Volume Control 
* Card Remote Control 


* Media App Control for iPod/iPhone + Supertuner? IIID 
* USB Direct Control for iPod/iPhone (Optional Cable Required) * RDS 
+ USB Direct Control for Certain Android Phones (Optional Cable Required) + Hi-Volt Preouts x 3 (4 V) 


DEH-X9650BT Main Features 


iPod classic 

iPod with video 

iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 
Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may vary 
depending on the software version. 
See page 92 for more details. 


` DEH-X8750BT s 


Audio Receiver with MIXTRAX, Built-in Bluetooth?, and USB Direct Control 
for iPod/iPhone and Certain Android Phones 


| DEH-X7750Ul s 


Audio Receiver with MIXTRAX, and USB Direct Control for iPod/iPhone and 
Certain Android Phones 


if (Si DET ái dd 
| * l il ace Lean 


[2H 
hom 


adc "o >, comm FLAC MP3 WMA AAC MIXTRAX 


: ZO? isi EI rps 
ES 
== 
Saas =) 
e Music Browser. 


SIN EBSA H- 


SUPERFTUNERID) MOSFETSOWx4 , 07. 


Rear Panel 


Made for 


Pioneer 


SH3AId93H Olanv 


Bluetooth: Į use 9 iPod 


JiPhone 


1 pose 
a Compatible 


Key Selling Points m 


Note: "Bluetooth Wireless Technology", and "Siri Eyes Free" for DEH-X8750BT. 


e» Finely detailed Full Dot 3-Line LCD large display features lever key . 


FULL DOT 
LCD 


ES 


= 


=) 


mn Experience superior Audio Performance with Advanced Sound Retriever, 5-Band Graphic EQ and more. 
Ia ; for fi imp à 
aged Music Browser for faster, simpler song search and selection. 


[ Common Main F Features 


+ MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) 
+ Flashing os for MIXTRAX 
* CD Player 


* USB Port (Rear: High Current 1A 
Handling Capability) 
+ AUX Input (Rear) 


* LED Backlight 
* Advanced Sound Retriever 
* Separated Color Customization (More than 210,000 Colors) * MOSFET50W x4 
* Media App Control for iPod/iPhone + Supertuner? IID 
+ USB Direct Control for iPod/iPhone (Optional Cable Required) ^ -RDS 
+ USB Direct Control for Certain Android Phones (Optional Cable 
Required) + 5-Band Graphic EQ 


DEH-X8750BT Main Features 


+ Anti-Dust Design 

* Wired Remote Input 

* Display Off Mode 

* Brightness Setting 

+ Illumination Line 

* Illumination Timer 

+ Detachable Face Security" 


* Rotary Volume Control 
* Card Remote Control 


Music Browser 


iPod/iPhone Compatibility 

iPhone 5s, iPhone 5c, iPhone 5 

iPhone 4S 

iPhone4 

iPhone 3GS 

iPhone 3G 

iPhone 

iPod touch (1st, 2nd, 3rd, 4th, and 5th generation) 

iPod classic 

iPod with video 

iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 
Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may vary 


depending on the software version. 
See page 92 for more details. 
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AUDIO RECEIVERS 


| DEH-X6750BT exes 


Audio Receiver with MIXTRAX, Built-in Bluetooth® and USB Direct Control 
for iPod/iPhone and Certain Android Phones 


A DEH-X3750UI NEW 


Audio Receiver with MIXTRAX, and USB Direct Control for iPod/iPhone and 
Certain Android Phones 


WALD ERE MP3 WMA 


bi MIDXTRAX "m TN 
>< ubwoofer Cae) WIRED = : 2 " 
gin BRS segs 1E ^3 Bluetooth’ | uss eliPod [iPhone e Compatible 
SUPERFrUNERMD Ü wave! MOSFETSOW4 ,,©@ eme = A 


Notes: "Bluetooth Wireless Technology", and "Siri Eyes Free" for DEH-X6750BT. "Shortwave Tuner" for GS models only. 


Key Selling Points value 


Simple, seamless music connection makes it quick and easy to enjoy 
Non-Stop Mix Play. Cool Flashing Color livens up the cabin with 
light pulsing to the beat of the music. 


IVIDXTRAX 


Page 
“ae 


e Large VA LCD display with 2-line text provides superior visibility and 
02-2" contrast throughout a wide viewing angle range. 


i 


Allows flexible adjustment of illumination and color using Color Customization, (eenarated| 
Brightness Setting and Dimmer Setting. Soc 


xl VA LCD 


iPod/iPhone Compatibility 


[ Common Main Features Made for 


: 5 iPhone 5s, iPhone 5c, iPhone 5 
* MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) * AUX Input (Front) * Wired Remote Input 


ee 


- MP3/WMA/WAV Playback - Display Off Mode — = 
“CD Player * Advanced Sound Retriever * Brightness Setting - 

+ MOSFET 50 W x 4 iPhone 3GS 
-LED Backlight + Supertuner? IID + Illumination Timer iPhone 3G 


+ Shortwave Tuner (GS Model Only)* * Detachable Face Security" iPhone 


* Media App Control for iPod/iPhone -RDS + Rotary Volume Control iPod touch (1st, 2nd, 3rd, 4th, and 5th generation) 

+ USB Direct Control for iPod/iPhone (Optional Cable Required) + RCA Preouts x 2 (2 V) «Card Remote Control iPod dassic 

+ USB Direct Control for Certain Android Phones (Optional Cable Required) — - 5-Band Graphic EQ iPod with video 

* Bright USB Port (Front: High Current 1A Handling Capability) + Anti-Dust Design iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 


DEH-X6750BT Main Features 


Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may vary 


depending on the software version. 
See page 92 for more details. 
* See page 45 for more details about GS models. 


Pioneer 


Í DEH-XA750BT 


i | DEH-X1 750UB. / 275. Á 0 / j - Te “= La E oe and USB Direct Control 


DEH-X1750UB 


SIVALCD MP3 WMA SINERES VIXTRAX 


Made for am 
E , a. Smartph 
-= am RDS &3 Bluetooth Į use 9 iPod [iPhone H! Compatible 
SUPERFrUnERTD “33002 MOsETBÜWx4 „S QE U 


DEH-X1750UB/DEH-X1750UBG Main Feature 


*1, DEH-X1750UB(G): RCA Preoutx 1 Note: "Bluetooth Wireless Technology’; and "Siri Eyes Freel" for DEH-X4750BT. "USB Direct Control for iPod/iPhone’ and "Media App Control" for DEH-X4750BT and DEH-X2750UI. "Shortwave Tuner’ for GS models only. 


Key Selling Points = 


=D Simple, seamless music connection makes it quick and easy toenjoyY MIIXTRAX 
kj- Non-Stop Mix Play. 

VA LCD with small dots of light in the 12-character display enhance visibility 

with fine detail and contrast throughout a wide viewing angle range. =a VA LCD 


Experience superior Audio Performance with Advanced Sound Retriever, 
_5-Band Graphic EQ and more. 


[ Common Main Features 


* MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) * Bright USB Port * Shortwave Tuner (GS Model Only)* 
* CD Player + AUX Input (Front) «RDS 
*VA LCD Display (12-Character) + MP3/WMA/WAV Playback e 5-Band Graphic EQ 
* LED Backlight * Advanced Sound Retriever + Anti-Dust Design 
* USB Direct Control for Certain Android Phones (Optional + MOSFET 50W x4 e Wired Remote Input 
Cable Required) + Supertuner? IID + Display Off Mode 


* Brightness Setting 

* Illumination Timer 

+ Detachable Face Security" 
+ Rotary Volume Control 

* Card Remote Control 


iPod/iPhone Compatibility 


iPhone 5s, iPhone 5c, iPhone 5 


DEH-X4750BT Main Features DEH-X2750UI Main Features 


ks ———— iPhone 4S 


iPhone4 
iPhone 3GS 


* Media App Control for iPod/iPhone 
iPhone 3G 


+ USB Direct Control for iPod/iPhone (Optional Cable Required) * See page 45 for more details about GS models. iPhone 

iPod touch (1st, 2nd, 3rd, 4th, and 5th generation) 
«RCA Preouts x 2 (2 V) iPod classic 

iPod with video 

iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 


Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may vary 
depending on the software version. 

See page 92 for more details. 


«RCA Preout x 1 (2V) 


Note: Product design may differ according to region. 
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AUDIO RECEIVERS 


MVH-X565BT 


Digital Media Receiver with MIXTRAX, Built-in Bluetooth®, and USB Direct Control 
for iPod/iPhone and Certain Android Phones 


t: = — — ———— E 
Digital Media Receiver with MIXTRAX, and USB Direct Control for iPod/iPhone and | EM 
Certain Android Phones "Y 

" E 


= 


surcnfromenmD VA RAOR HosrETSOWx4 „S, Sym 


Made for : ae ae ee 
O Bluetooth Y USB |GiPod iPhone UBI Copt 


*1. MVH-X465UI: RCA Preouts x2 Note: "Bluetooth Wireless Technology’ and "Siri Eyes Free" for MVH-X565BT. 


Key Selling Points 


e Shallow chassis depth allows for more flexibility in installation. 


e» * Lever Key gives a driver more assured operability and smoother LS? 
control of various functions and settings. Le J 


«7:5» Large VA LCD display with 2-line text provides superior visibility and =I VA LCD 
/:j:: 47 contrast throughout a wide viewing angle range. 


= Simple, seamless music connection makes it quick and easy to 
enjoy Non-Stop Mix Play. Cool Flashing Color livens up the MIXTRAX 
“= cabin with light pulsing to the beat of the music. 


co EE ; - CETE] 
e Color Customization lets user match a receiver to car cabin and dash. TET J 


Jd) 
— 
* MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) * USB Port (Rear: High Current 1A *RDS iPhone5 
Handling Capability) *5-Band Graphic EQ iPhone 4S 
* AUX Input (Rear) *Wired Remote Input iPhone4 
* LED Backlight + MP3/WMA/WAV Playback + Display Off Mode iPhone 3GS 
* Advanced Sound Retriever + Brightness Setting iPhone 3G 
+ Media App Control for iPod/iPhone * MOSFET 50W x4 + Detachable Face Security™ Suus 
* USB Direct Control for iPod/iPhone (Optional Cable Required) + Supertuner® IIID 
+ USB Direct Control for Certain Android Phones (Optional Cable Required) ° Shortwave Tuner + Rotary Volume Control uod fouch (1st, 2nd, 3rd, 4th, and 5th generation) 
. + Card Remote Control iPod classic 
MVH-X565BT Main Features iPod with video 
pect neces ke ae ei tasca ehh MVH-X465UI Main Feature iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 


Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may vary 
depending on the software version. 

See page 92 for more details. 


Pioneer 


- MVH-X375BT amw 


Digital Media Receiver with MIXTRAX, Built-in Bluetooth®, and USB Direct Control 
for iPod/iPhone and Certain Android Phones 


S4J/13934 Olanv 


MVH-X175Ul men 


Digital Media Receiver with MIXTRAX, and USB Direct Control for iPod/iPhone and 
Certain Android Phones 


Media App >< Subwoofer 24bi 
HALCD MP3 WMA SIN ma egs MIXTRAX 


Made for P. 3 
HEH RDS surerfronern D A wave MOSFETSOWx4 X Bluetooth Y USB | iPod | iPhone im! Cone 


DETACHABLE 


Notes: "Bluetooth Wireless Technology", "Shortwave Tuner’, and "Siri Eyes Free" for MVH-X375BT. "Shortwave Tuner" for GS models only. 


Key Selling Points 


C} Shallow chassis depth allows for more flexibility in installation and VA 
/:::-. ^7 LCD display enhances contrast throughout a de viewing angle range. "ax VA LCD 


e Digital Media Receiver gets the most out e m 
of music from iPod, iPhone, Android, USB  BiPodíliPhone | Millie ses 
USB devices and other digital devices. - mo 


- Bluetooth Wireless Technology enables hands-free calling. 
Enjoy wireless audio control and streaming. (MVH-X375BT) 


Pagezp 


€) Bluetooth’ 


Experience superior Audio Performance with Advanced Sound 
' Retriever, 5-Band Graphic EQ and more. 


[ Common Main Features 


- MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) 
* VALCD Display (12-Character) 


+ MP3/WMA/WAV Playback — + Display Off Mode 


+ Advanced Sound Retriever. Brightness Setting iPod/iPhone Compatibility 


* LED Backlight + MOSFET 50W x4 * Illumination Timer Made for 

* Media App Control for iPod/iPhone + Supertuner? IID + Detachable Face Security" | iPhone 5s, iPhone 5c, iPhone 5 

+ USB Direct Control for iPod/iPhone (Optional Cable Required) «RDS + Rotary Volume Control iPhone 4S 

+ USB Direct Control for Certain Android Phones (Optional Cable Required) - RCA Preout x 1 (2 V) e Card Remote Control iPhone4 

* Bright USB Port (Front: High Current 1A Handling Capability) + 5-Band Graphic EQ iPhone 3GS 

+ AUX Input (Front) + Wired Remote Input iPhone 3G 

* iPhone 

MVH-X375BT Main Features iPod touch (1st, 2nd, 3rd, 4th, and 5th generation) 
iPod classic 
iPod with video 


iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 


Notes: Receiver may not operate other iPod or iPhone 

models. Compatibility with unit and operations may vary 
depending on the software version. 

See page 92 for more details. 35 


* See page 45 for more details about GS models. 


Pioneer 


| AUDIO RECEIVERS 


L FH-X575U m 


Double-DIN Audio Receiver 
with MIXTRAX, and USB Direct 
Control for iPod/iPhone and 
Certain Android Phones 


ETE T m 


Double-DIN Audio Receiver with MIXTRAX, Built-in Bluetooth, and 


USB Ap and Certain Android Phones 


uma /55BT 


200 mm Wide Double-DIN Audio Receiver with MIXTRAX, Built-in Bluetooth®, 
and USB Direct Control for iPod/iPhone 


JA 


Rear Panel (FH-XL755BT) 


© SH3AISOSH Olan’ 


sL EE E MP3 WMA SIN MIXTRAX 
PARCA surwooter 2ábit exa RDS svrzrfruveruD Bluetooth 


GRAVE Murs E 


P 
D penes 
Note: "Bluetooth Wireless Technology" and "Siri Eyes Free" for FH-X775BT. 
| — — M 
Cool, sleek new panel is designed to incorporate VA LCD display SVA L CD | 
and fit perfectly in a 2-DIN space in the dash. 
Ie narared, 
La 


MIXTRAX | 


Made for 
i) uss giPod [iPhone 


Siri Eyes Free 


"FH-XL555UI EC) 


200 mm Wide Double-DIN Audio Receiver with 
MIXTRAX, and USB Direct Control for iPod/iPhone z s 2 5 " " 
Allows flexible adjustment of illumination and color using Color 


Customization, Brightness Setting and Dimmer Setting. 


WALD EHE G9 MP3 WMA SIN BESS 


Subwoofei 24bit zz pm 
wes (cox Hm pud RDS surcrfrunerup 


Made for 


MIXTRAX bluetooth Y USB | ipod 


Non-Stop Mix Play makes it quick and easy to enjoy simple, seamless music sequencing. 
Cool Flashing Color livens up the cabin with light pulsing to the beat of the music. 


JiPhone 


)) SHORT 


VN wave MOSFET 50wx4 


Voice Control 


Note: "Bluetooth Wireless Technology" and "Voice Control" for FH-XL755BT. iPod/iPhone Compatibility 


Kev Sellina Points M {Common Main Features UM 
- - r --MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) + AUX Input (Front) + Anti-Dust Design ee F h 
y g —— = — + MP3/WMA/WAV Playback «Wired Remote Input ]Ehone ssribRoneSc IBhones 


iPhone 4S 


e e e e e * CD PI * Ad d Sound Retri * Display Off Mod 7 
Non-Stop Mix Play makes it quick and easy to enjoy simple, BD MOSHETSOWxA s cientes Seti hones 
° e ° ° * LED Backlight + Supertuner® IIID irene 
seamless music sequencing. Cool Flashing Color livens up the MIXTRAX ` Shortwave Tuner iPhone 36 
e e e e e + Rotary Volume Control iPhone 
cabin with light pulsing to the beat of the music. i iPhone ( l - Card Remote Control iPod touch (1st, 2nd, 3rd, and 4th generation) 
+ USB Direct Control for Certain Android Phones (Optional Cable Required) ^ + 5-Band Graphic EQ iPod classic 


+ Bright USB Port (Front: High Current 1A Handling Capability) 
FH-X775BT Main Features 


iPod with video 

iPod nano (1st, 2nd, 3rd, 4th, 5th, and 6th generation) 
Notes: Receiver may not operate other iPod or iPhone 
models. Compatibility with unit and operations may vary 
depending on the software version. 
See page 92 for more details. 


Color Customization lets user match a receiver to car cabin and dash. 


(Generated) 
I Lan 


l Point3 ) 
Hs ge T2 2 


Cool, sleek panel is designed to incorporate VA LCD display and fit 
perfectly in a 200 mm wide 2-DIN space in the dash. 


SVA LCD 


| FH-X365UB 


Double-DIN Audio Receiver with MIXTRAX, and USB Direct Control for Android 


/ {Common Main Features iPod/iPhone Compatibility Rear Panel => MP3 WMA S SIN fusca Subwoofer 24bit 
TRAINED AAT IMVTDAY ETE : : Made for GENS cone DA Converter 
- MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) + Bright USB Port (Front: High Current — - RDS PIRAS cime 
1A Handling Capability) : wiren SUPERÉTUNERII (1) SHORT 
+ CD Player + AUX Input (Front) + 5-Band Graphic EQ iPhone 4 INPUT RDS Fr D À wave 
+ MP3/WMA/WAV Playback + Anti-Dust Design iPhone 3GS 
+ LED Backlight + Advanced Sound Retriever + Wired Remote Input iPhone 3G MOSFET 5OWx4 s 7 
+ MOSFET 50W x4 * Display Off Mode 1 martphone 
+ Supertuner? IIID + Rotary Volume Control ithon z IVI IXT RAX U S B B Compatible 
+ Shortwave Tuner - Card Remote Control iPod touch (1st, 2nd, 3rd, and 4th generation) 


FH-XL755BT Main Features 


iPod classic 

iPod with video 

iPod nano (1st, 2nd, 3rd, 4th, 5th, and 6th generation) 
Notes: Receiver may not operate other iPod or iPhone 


models. Compatibility with unit and operations may van * CD Player * MP3/WMA/WAV Playback — - RCA Preout x 1 (2V) * Card Remote Control 
depending bs the soiré version. á we + LCD Display (12-Character) + Advanced Sound Retriever + 5-Band Graphic EQ 
` + LED Backlight * MOSFET 50W x4 + Anti-Dust Design 


See page 92 for more details. 


[Main Features 
* MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) 


* USB Direct Control for Certain Android Phones (Optional Cable Required) 
* Bright USB Port (Front: High Current 1A Handling Capability) 


* AUX Input (Front) 


* Supertuner? IIID 
+ Shortwave Tuner 


«RDS + Rotary Volume Control 


* Wired Remote Input mon 
* Display Off Mode 37 


AUDIO RECEIVERS 


Audio Receiver with MIXTRAX, USB Direct Control for Certain Android Phones, Front USB Port, 
and Speaker Package (6" x 9" & 16 cm Speakers) 


Rear Panel 


90128 


DXT-X176UB “New E 


Audio Receiver with MIXTRAX, USB Direct Control for Certain Android Phones, Front USB Port, 
and Speaker Package (16 cm Speakers) 


SMAL >, 5 control BA Converter 
MP3 WMA SN SS ES ncrax Y use 


(EH RDS supcrfrumermD WART MOSFET5OW4 contem: 


[Ica Subwoofer 24bit EU 
Smartphone 
Compatible 


Note: "Shortwave Tuner" for GS models only. 


Key Selling Points 


AS, Speaker package models make it easy to upgrade a car audio system. 


€» Simple, seamless music connection makes it quick and easy MIXTRAX 


to enjoy Non-Stop Mix Play. 


e e . LJ 
CeT} A wired USB connection of Android phone to receiver keeps sound USB Se nom 
clear, and song, artist, time and album displays are user-friendly. Compatible 
Common Main Features [ Speaker Specifications 
+ MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) + RDS 
MICE peridot 
+ VA LCD Display (12-Character) + 5-Band Graphic EQ Size 6"x9" T Xu 
* LED Backlight * Anti-Dust Design Max. Music Power (Nominal) 230W (30W) 200 W Q5 W) 200W Q5 W) 
+ USB Direct Control for Certain Android Phones * Wired Remote Input Frequency Response 28 Hz to 32 kHz 31 Hz to 16 kHz 31 Hz to 16 kHz 
(Optional Cable Required) + Display Off Mode Sensitivity (1 W/1 m) 88 dB 88 dB 88 dB 
* Bright USB Port * Brightness Setting Impedance 4Q 40 40 
+ AUX Input (Front) * Illumination Timer Mounting Deptt 66.3 mm 41mm 41mm 
+ MP3/WMA/WAV Playback + Detachable Face Security" utOutDimensions STRE Gus CBE 
+ Advanced Sound Retriever * Rotary Volume Control 
* MOSFET50Wx4 * Card Remote Control 


*Supertuner? IIID 


* Shortwave Tuner (GS Model Only)* * See page 45 for more details about GS models. 


Pioneer 


MXT-X376BT New 


Digital Media Receiver with MIXTRAX, Built-in Bluetooth®, USB Direct Control for 
iPod/iPhone and Certain Android Phones, and Speaker Package (16 cm Speakers) 


Rear Panel 


41 


9128 


MXT-X176UI . New 


Digital Media Receiver with MIXTRAX, USB Direct Control for iPod/iPhone and Certain Android 
Phones, and Speaker Package (16 cm Speakers) 


&xMALCO MP3 WMA SiN Masa en 
Subwoofer 24bit AMUA (SHORT . = Smartphone 
control fer [uus RDS SuPeRfTUNERTID "A ° | uss Pa 

ers Es e d “= (Bluetooth g iPod [iPhone Compatible 


MIXTRAX 


Notes: "Bluetooth Wireless Technology", "Shortwave Tuner' and "Siri Eyes Free" for MXT-X376BT. "Shortwave Tuner" for GS models only. 


Key Selling Points 


an Speaker package models make it easy to upgrade a car audio system. 


‘x Simple, seamless music connection makes it quick and easy 


to enjoy Non-Stop Mix Play. IVMIDXTRAX 


e Digital Media Receiver gets the most out of Tuum 
music from iPod, iPhone, Android, USB iM USB | HiPod (JiPhone 
devices and other digital devices. 


* Bluetooth Wireless Technology enables hands-free calling. 63 Bluetooth’ 
Enjoy wireless audio control and streaming. (MXT-X376BT) 


[ Common Main Features [ Speaker Specifications 


+ MIXTRAX (MIXTRAX EZ for Quick Non-Stop MIX Play) 


Smartphone 
Compatible 


Sf Point3 Ye 


*Supertuner? IIID 


* VA LCD Display (12-Character) «RDS Size ‘Gea Jen 
+ LED Backlight * RCA Preout x 1 (2 V) Max. Music Power (Nominal) 200 W (25 W) 200 W (25 W) 
* Media App Control for iPod/iPhone + 5-Band Graphic EQ Frequency Response 31 Hzto 16 kHz 31 Hzto 16 kHz 
+ USB Direct Control for iPod/iPhone (Optional Cable Required) + Wired Remote Input Sensitivity (1 W/1 m) 88 dB 88 dB 
+ USB Direct Control for Certain Android Phones (Optional Cable Required) + Display Off Mode Impedance 40 40 
* Bright USB Port (Front: High Current 1A Handling Capability) * Brightness Setting Mounting Depth hmm umm 
+ AUX Input (Front) + Illumination Timer CutOutDimensions pesman alsm 
* MP3/WMA/WAV Playback + Detachable Face Security" i i ibili 
* Advanced Sound Retriever * Rotary Volume Control Mansilla Compatibility 
+ MOSFET 50W x 4 * Card Remote Control iPhone 5s, iPhone 5c, iPhone 5 
iPhone 4S 
: iPhone4 
MXT-X376BT Main Features EEIE 
iPhone 3G 
iPhone 
iPod touch (1st, 2nd, 3rd, 4th, and 5th generation) 
iPod classic 
iPod with video 


* See page 45 for more details about GS models. iPod nano (1st, 2nd, 3rd, 4th, 5th, 6th, and 7th generation) 
Notes: Receiver may not operate other iPod or iPhone models. Compatibility with unit 
and operations may vary depending on the software version. 
See page 92 for more details. 
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LL SN  MIDXXTRAX 


ih 


Innovative Pioneer technology that createsa 
Non-Stop MIX with a range 2 of Din ired effects. 


MIXTRAX Benefit 


Pioneer applied its unique expertise to keep car entertainment flowing smoothly without interruption, so you can experience the intimate 
euphoria of listening to music that sounds as if a club DJ is there playing it. 


Silent intervals between 


Normal Playback tracks 


| MIXTRAXK t > Uninterrupted 
Musica Excitement! 
Musical High Musical High 


AO 2 ——————— 


Time Time 
Track B Track C 


(0 TakA L Trackt Track B 


* Depending on the file/song, sound effects may not be enabled for adding. 


MIXTRAX EZ 


(Except DEX-P99RS, DEH-80PRS, DEH-9450UB) Special Various Effects* (Back Spin, Scratch, Echo, etc.) 
MIXTRAX EZ makes Non-Stop MIX Play and other control — ; p— m — —— - 
quick and easy without using MIXTRAX software.Tracks B ai Song? 
are joined by various random sound effects in Non-Stop 
MIX Play to keep the mood moving in full swing. 


Short Playback Mode 


ii Audio Receivers Short Playback Mode E boUE E 
(Except DEX-P99RS, DEH-80PRS, DEH-9450UB) 720/120: 190,180; Random OF 


* Effects vary according to playback source. 


Sound Level Indicator 


Sound Level Indicator 107 12 $ 
displays sound levels as I | 

visualized waveforms as 
a DJ mixer does. 


You can choosealength of "e! 
playback (60, 90, 120, 150, 180 

sec., random, or off) to shorten 
track selections and speed up 
switching to following tracks in Song4 Á 
the mix. * Orange portions indicate playback of each track. 


Song2 


Song3 F 
DEH-X8750BT Display 


Flashing Color* 


mY 


^""umuwm 


As MIXTRAX begins, lights start pulsing to the beat of the music, 
creating a mood-enhancing dance club-like lighting effect. 


* Can be switched on or off as desired. 
E! nm EZLIPIA IPTE 


E fe Ph NEP WA 


LI i 


Key illumination and display pulse to the beat of the music 
When MIXTRAX is on, illumination color changes for the mode that has been selected and set. 


H Sound Level Mode H Low Pass Mode 
Pattern2 Pattem3 ^ Pattern4 Pattem5 Patterns +" Pattern Patten2  Pattern3 ^ Pattern4 Pattem5 — Patternó 
Level 8 


| 


ma c 


om 


"m 


«Sound Level Mode Choose among six lighting 
synchronizes with sound color patterns for both 
signal level. Sound Level Mode 

*Low Pass Mode synchronizes with (volume) and Low Pass 
bass sound. Mode (bass). Colors vary 

according to levels. 


Level 1 
a 


Level 1 


Pioneer 


For Android Phone (MTP Mode) : 
(Except DEX-P99RS, DEH-80PRS, DEH-9450UB, FH-XL755BT and FH-XL555UI) 


> 
Media A 

| Media App Contro | USB Direct Control y USB E 
For iPhone and iPod: For iPhone and iPod : S 
All Audio Receivers Compatible with iPod and iPhone (Except DEX-P99RS) (Except DEH-X1750UB(G), FH-X365UB and DXT Series) m 
For Android Phone: E 
=< 

D 

o 


Take advantage of a wired USB connection to the receiver. Sound stays clean and 


* Use music apps stored in your iPod, iPhone or Android phone for listening clear, and song, artist, time and album displays are user-friendly. 


through the car speakers. 

+ Fast forward and reverse can be operated through the receiver. 

+ Media App Control boots up as a music source for quicker access to iPod, iPhone or 
Android phone app control. 


Made for 


S iPod [iPhone 


[| f Smartphone 
UJ Compatible 


Note: Not all apps will be 


compatible with Media Made Tor =, ' I Smartphone 
App Control, which will [o] iPod g Compatible 
provide limited, if any, : 

control over the app. 


Note: App Mode for DEH-80PRS, DEH-9450UB, FH-XL755BT and FH-XL555UI. 


| Built-in Bluetooth® — | a 


Bluetooth 


A Pioneer receiver with Built-in Bluetooth Wireless Technology not only makes Bluetooth hands-free function easy and Bluetooth Hands-Free Calling aug 
safe to operate while driving — it also extends your enjoyment of wireless audio control and streaming. Bluetooth Wireless Audio = A2DP, AVRCP 


Bluetooth Hands-Free Calling Bluetooth Wireless Audio | Bluetooth Wireless Audio 


File Browsing (AVRCP Version 1.5) 


Bluetooth Wireless 
Audio Source 

Press the source button 
to select and enjoy 
Bluetooth wireless audio 
with A2DP compatible 
devices. 


Direct Access to Bluetooth Menu 

Use with Phone Pairing to transfer your entire 
phonebook” via Bluetooth at a single time to the receiver. 
Press the button for direct access to missed, dialed, 
received and called calling histories. 


* Compatible phone with PBAP profile required. 


File Browsing can be used through AVRCP 
1.5 version of Bluetooth. You can easily search 
songs in the browsing display. 


Bluetooth Hands-Free Calling 


Auto Pairing 


Wide Band Speech MEMA 
(HFP Version 1 .6) 


WIU DIL uut 
(Except FH-XL755BT) 


Connecting an iPhone to 
the receiver with a USB 
cable automatically opens 
a prompt for pairing the 
unit and iPhone. 


Frequency bandwidth is twice 
as great as in the previous 
model, for much clearer phone 
call sound quality. 


Bluetooth Hands-Free Calling 


Preset Dial 
Press and hold the button, and 
preset register function 
conveniently registers in memory 
up to 6 frequently called phone 
numbers from up to 3 cell phones, 
for extra-quick access. 


Frequency Range Coverage | Bluetooth Wireless Audio 


Bluetooth Wireless 
Audio Control (AVRCP) 
Press and quickly release button to 
skip to the next track and display 
track tag information. Press and 
hold button to fast forward or fast 
reverse during playback. 


Previous Receivers i 


gear d! 


iNew Receivers 


| 100 Hz to 7 kHz 


Guest Mode 


Guest Mode 
(Except FH-XL755BT) Regietration Registration 
10. 
Ifa a pairing is tempted THE there are already three devices paired 
together, the receiver will proceed automatically to the deletion = 
sequences and prompt you to delete a device. connection Automatically — 
request ] delete 
registered 
New phond Registration : FULL device 
my " NER | 
I Siri Eyes Free Compatible e - ic 


(Except FH-XL755BT) Siri Eyes Free 


Smart voice control lets users access various iPhone functions to select music, 


You can connect two mobile phones (for personal and business use, for 
make calls from a contact list, etc., without taking their eyes off the road. 


example) with the receiver, and an incoming call from either phone can 


be received without requiring manual switching. 
* Siri is available on iPhone 5s, iPhone 5c, iPhone 5, iPhone 4S, iPod touch (5th generation) 
and requires Internet access. Siri may not be available in all languages or in all areas, 
and features may vary by area. Cellular data charges may apply. 


Private 
phone 


Business 


phone 41 
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AFLA pum 
I Auto Flap Face rab» N [ Lagu Color Customization COND 


} E (Except DEX-P99RS, DEH-X4750BT, DEH-X2750UI, DEH-X1750UB(G), MVH-X375BT, MVH-X175UI, FH-X365UB, DXT Series and MXT Series) 
Highly functional, high-quality face panel 


design features a smoothly motorized auto flap 
and clear front interface. 


| Flap Face Design 


The CD slot is concealed behind the 
front panel flap, so the receiver's face 
looks extra-sleek and elegant. 


Separated Color Customization lets the user match their receiver illumination to their interior lighting. Color of key illumination and display can be selected separately. 


ination! 


e 
9 
ie) 
m 
Q 
m 
< 
D 
[7] 


For the sake of safety, a lever key gives a driver more assured operability and smoother control of various functions and settings. 


Horizontal lever key Vertical lever key 360-degree lever key 


| Brightness Setting — | 


Brightness can be set to any of five or ten different levels to suit various viewing conditions, whether during the day, at 
night, etc. This allows for excellent visibility regardless of the situation. 


5-Step Brightness Setting 10-Step Brightness Setting 


Pioneer 2-DIN receivers feature VA LCD 
displays for superior visibility and high 
contrast, plus big rotary knobs for simple 
operation. 

Moreover, the 200 mm wide-type 2-DIN and 
regular 2-DIN size-type each fit perfectly in 
respective dash space configurations. 


Note: The range of settings can vary, depending on whether Dimmer is on or off. 
FULL DOT 
LCD 


| Full Dot 3-Line LCD Display 


The Full Dot LCD Display allows you to scroll through your iPod with greater ease, 
displaying up to three lines in list mode. 


7 J a t ura ] B m i ng DNE DEH-X4750BT | DEH-X2750UI [DEH-X1750UB(G)| MVH-X375BT | MVH-X175UI | FH-X775BT FH-X575UI DXT Series MXT Series 
= 2x3. po Illumination fades in and out at various times, such as when ACC power is turned on 
£ Heed L I Li t and off*, a CD is being loaded or ejected, or an incoming call is being received on a 


H eu K 1 ri d [a f || 1 t = DEH-X8750BT Display Bluetooth? receiver 


* For the following receivers, Illumination Effect can be activated for only ACC power on/off. 
DEH-X4750BT/DEH-X2750UI/DEH-X1750UB(G)/MVH-X375BT/MVH-X175UI/DXT Series/MXT Series 


Į Illumination Effect 


DUST MVH-X375BT | MVH-X175UI 


The shallow depth of the chassis of 
new MVH series receiver provides for 
optimal ease and flexibility of 
installation. Incoming 
Call 


fir 


| Larger 2-Line Display | Finely Dotted Display l 
The larger 2-line display improves visibility and incorporates finely balanced Small dots of light on the 12-character dot matrix-like | Illumination Line NEW 
font to keep text easy to read. display dramatically sharpen up visibility. 


Main Display (13-Character) & Sub Display ] | 


Car's Headlight On/Off automatically links with Dimmer's On/Off. When driving, 


i | user doesn't need any extra operation to change Dimmer. 


Large display size :12.9 mm x 83.9mm 


LIMEN MALCD 


The receiver display incorporates VA LCD for higher contrast and visibility from a wide viewing angle. 
Characters on display are easy to read from the driver's viewpoint. ide View 


le 
NEW DEH-X17500B(6) m rast Ang 


High Lo 


Headlight ON = . Dimmer ON 


| illumination Timer ~=w 


. LL You can set Dimmer On and Off* to a particular time (to go home and to commute, 
Hon > respectively, for example) according to your lifestyle, so you do not need to 
Orizontal Anglew manually activate or deactivate the dimmer repeatedly at the same regular time. 


0 — a 


Dimmer OFF Time to commute DimmerON Time to go home 


*Times for Dimmer On and Off can be separately adjusted in 10-minute intervals and set. 
Conventional 
LCD Image 


AUDIO RECEIVERS 


I Specialized Audio Parts 


Specialized 
Audio Parts 


Our engineers perform listening tests with expert care to incorporate specially 
designed parts that make for superior audio quality. Take Pioneer's new receiver. Its 
high-capacitance audio capacitor has particularly strong influence on audio signal 
input for higher performance sound reproduction. 

Audio control functions like 5-band GEQ and LPF/HPF take advantage of electronic 
circuitry that improves sound quality and minimizes analog signal degradation. 


High-capacitance capacitorforaudio ^ Electronic volume control IC for Audio 
(DEH-9450UB only) 


| Advanced Sound Retriever 


Audi I Sound quality deterioration due to compressed audio file 
Hear the detail, warmth and clarity, the way the artist intended it, from all of your highly 80 


compressed MP3 and WMA files stored on USB device, iPod*, Android** phone and $0 ] TEE [BS ure 
portable media players. By restoring data (especially higher frequencies) that tend to get — 8 “°/ compensation EE I 
lost in the digital compression process, Pioneer's Advanced Sound Retriever technology $ °} ound! 
enhances audio reproduction nearly all the way up to 20 kHz frequencies. HM. Orig inal = Arvanced 

s^ Sound Retriever 
*Not compatible with DEH-X1750UB(G), FH-X365UB and DXT Series. "Mo TETT, 
** Not compatible with DEX-P99RS, DEH-80PRS, DEH-9450UB, FH-XL755BT and FH-XL555UI. ~60/ compressed audio file 


When Advanced Sound Retriever is "ON'; the high 
frequency range is compensated to match the 
frequency response curve of the original sound. 


Advanced Sound Retriever for Bluetooth? Wireless Audio i Frequency m2 
bot | DI 


Advanced Sound Retriever also improves the sound of Bluetooth wireless audio streams. 


1 5-Band Graphic EQ 


li eV (Except DEX-P99RS and DEH-80PRS) 


5-Band Graphic Equalizer allows more precise adjustment of acoustic settings to suit the 
car's interior conditions, your personal preferences and the sound mood that you seek. 


With so many selections filling your USB device, why can't it be easy to find the music you want in an instant? With a 
conventional system, files are not displayed alphabetically, making it difficult to search for a song. But Pioneer's built-in Music 
Browser function automatically lists those tunes alphabetically, using audio file tag information, by Artist, Album, Song or 
Genre. Alphabetical search makes it especially quick and convenient to get what you want to hear from a big archive of tunes. 


Compatible Source 
USB Device: 


USB Device & SD/SDHC Memory Card: 


ü1 Along Run Back 
02 Al Brain Crash 

URCI The Road East Songs 
Conventional Music Browser 


No alphabetical song search. Folder and Lists by Artist, Album, Song or Genre in alphabetical order. 
Song file appear in the same layer. 


Artists All All Song1 |* Need Lif 
[an rtist 1 = Album 1 E Song2 | 
Artist 2 Aini |f Song 3 Alphabetical Searc 
Albums All Song1 |* This function helps you find and access 
[H album 1 /* 1 E Song2 | 
Album 2 Song 3 


a tune quickly by its initial title letter. 
Songs Song1 |* Speedy n 
— Song 2 | to desired 50 g 


Song 3 
Genre 


d _ Song and Folder appear 
~~ inthe same layer 


Not in alphabetical order 


# Allin easy-to-find alphabetical order 


| Dual USB Ports v Rl | Illuminated USB Termine i) uss 


More connectivity adds more convenience and utilities. For example, 
you can listen to music from a USB device while charging your 
smartphone. 


Be Co 


Illumination emerges when the cap 
ofthe USB port is opened. 


Glowing USB terminal brightens the car interior 
and are easy to identify as needed at night. 


Pioneer 


l Anti-Dust Design* 
(ca 


(Except DEX-P99RS, MVH-X565BT, MVH-X465UI, MVH-X375BT, MVH-X175UI, MXT-X376BT and MXT-X176UI) 


Anti-Dust Structure Image 


Pioneer heat release structure can reduce ventilation holes & 
clearance gaps. The results are optimally efficient heat dissipation 
and prevention of entry of dust that can cause malfunction. 


. Hi 
Hig ability 


* The effect might change depending on the environment of the car. 


Non-anti-dust design Anti-dust design 


| Package System Con 


Pioneer's new package models containing a audio receiver and bundled speakers are 
ideal for entry-level customers who want to upgrade their car audio system with ease. 


DXT-X1769UB: Audio Receiver + 16 cm & 6" x 9" Speaker Package 


DXT-X176UB/MXT-X376BT/MXT-X176UI: Audio Receiver + 16 cm Speaker Package 


i j i 


16 p Speaker 
E f 
pP 


MULTI-LANGUAGE 
| DISPLAY S= 


You can now use buttons on your car steering wheel to control certain car 
receiver functions. 

Setup is simple. Just choose your car brand name in the receiver's PRESET setting 
interface to automatically ensure compatibility of your vehicle's original steering 
wheel controller with the system. 


Asia/Middle East/Oceania 


English/Spanish/Portuguese/Arabic/Persian 


Central America/Latin America 


English/Spanish/Portuguese * 


cs 


* Available in GS models only. 
Required cable is not included, and 
* Language differs according to region and is must be purchased separately. Please 


specifically indicated on packaging carton. con tact a nearby local Pioneer , 
Ask local distributor for details regarding any Service Center or branch for details. 
exceptions that may exist. 


Asia/Middle East/Oceania/ . 
Central America/Latin America 


English/Spanish/Portuguese 


DEH-155MP/DEH-155MPG 


Audio Receiver with MP3 Playback, Remote Control, and Front AUX-In 


DEH-155MP DEH-155MPG 


c, MP3 WMA SN TESA Segs 268i ES (FER RDS ennemi 
(SHORT —yosrET 50Wx4 yam 


[Main Features  — 


Rear Panel 


* CD Player * Advanced Sound Retriever » RCA Preout x 1 (2 V) * Detachable Face Security" 
+ LCD Display (12-Character) +» MOSFET 50W x4 + 5-Band Graphic EQ + Rotary Volume Control 

* LED Backlight + Supertuner? IIID + Anti-Dust Design * Card Remote Control 

* AUX Input (Front) * Shortwave Tuner * Wired Remote Input 


+ MP3/WMA/WAV Playback — - RDS * Display Off Mode 
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Pioneer 


Pioneer on Amplifier Development 
INDEX — toward higher reliability and sound quality 


= 
E 
m 
pa 
[77 


/ PRS-A900 " / GM-D1004 T 
4-Channel Bridgeable Amplifier with Filter-less Design Class-FD 4-Channel Amplifier eHigh Reliability 
for the Purest Sonic Reproduction Possible An amplifier's circuitry needs to be durable to handle the 
harsh automotive conditions it'll encounter such as heat, 
vibration, and voltage fluctuations. Pioneer systematically 
/ PRS-D800 =O / GM-A6604 53 designs each of its car audio amplifiers for reliable, durable, 
Class-FD 2-Channel Bridgeable Amplifier 4-Channel Bridgeable Amplifier with Bass Boost and rugged performance. To counteract the effects of the 
Volume Control vehicle's heat and vibration on the amplifier, Pioneer 
engineers developed an innovative sub-heatsink design that 
/ GM-D9604 / GM-A4604 i is used to keep critical components cool and stable. 
51 53 ; r i 
Class-FD 4-Channel Bridgeable Amplifier with Bass 4-Channel Bridgeable Amplifier e High Power 
Boost Remote Pioneer's amplifiers powered the first car audio 
system to exceed 180 decibels-simultaneously 
/ GM-D9601 51 / GM-A5602 53 breaking records and creating history. In the world 
Class-D Mono Amplifier with Bass Boost Remote 2-Channel Bridgeable Amplifier with Bass Boost See a EE to 
Volume Control experienced in normal listening conditions. 
Pioneer's award-winning and competition- 
/ GM-D8604 51 / GM-A3602 53 proven amplifiers deliver an 
Class-FD 4-Channel Bridgeable Amplifier with 2-Channel Bridgeable Amplifier incomparable combination of 
BOO ARETO power, technology, reliability 
and expertise that's perfect 
/ GM-D8601 for the consumer and unlike 
51 any competitor. 
Class-D Mono Amplifier with Bass Boost Remote 
e High Technology @ Commitment to Sound 
While musical taste may be subjective, i Pioneer's commitment to sound quality 


began over seventy years ago with the 
development of its first home audio 
speaker. A passion for audio combined 
with a methodical approach to 
innovation consistently deliver the best 
in musical enjoyment. Truly great sound 
quality goes beyond measurement, as 
there is no specification that truly 


accurate music response isn't. Realizing that 
component vibration within an amplifier can 
create audible musical distortion, Pioneer 
engineers methodically evaluated all aspects of 
amplifier circuit and chassis designs. The result 
was the creation of what Pioneer calls Total 
Vibration Control Technology. This technology was 
the driving force behind the H-Shaped chassis design 


that is utilized on Pioneer amplifiers. This unique chassis helps quell defines an awesome musical experience. 
vibrations 25% faster than conventional designs, ensuring accurate Dedication to sound quality is at the 
musical response-regardless of the type of music. heart of Pioneer's ongoing quest for 


musical perfection. 


| Total Vibration 


Control 


Vibrational Absorption Time Comparison 


Conventional Chassis 


H-! haped Chassis " 


25 96 Faster Vibration 
Absorption 


"EE 


PRS-A900 


AMPLIFIERS 


PRS-A900 


4-Channel Bridgeable Amplifier with Filter-less Design 
for the Purest Sonic Reproduction Possible 


Key Selling Points 


* Ultimate in distortion-free sound quality and elimination of influence of vibration and 
noise using a "H" form chassis along copper-plated power transistor mounts. 

e Left and right channel independent power supplies direct electric current with superior 
stability and effectiveness. 

e Strictly tested and tuned high capacity power supply capacitor provides enhanced stability 
in driving high-power output. 


Side Panel 


Gold-Plated RCA Input 
Terminals 


Gold-Plated Large Block-Type 
Speaker Terminals 


Gold-Plated Large Block-Type 
Speaker Terminals 


Gold-Plated Large Block-Type 
Power/Ground Terminal 


Pioneer 


4 Go for Higher-Grade Circuits and Parts 


Advanced Signal Path Design 


H Left and Right Channel Independent 


= 


Power Supply E 


Large, independently mounted 
DC-DC converter power 
supplies direct electric current 
with superior stability and 
effectiveness. The DC-DC 
power supply is mounted away 
from the PRS-A900's 
amplification circuitry and 
isolated with dividers to 
prevent jitter noise and to 
improve the signal to noise 


(S/N) ratio. L/R symmetric circuit layout improves 
channel separation. 


Superior Channel Separation 


Superior Selection of Internal Components 


Distinctive characteristics of this circuit include: high slew rate of 70 V/p sec. which 
allows for precise output gain while perfectly following a sharp rise of input signal; 
wide range linear amplification of input signal, with less tendency to overshoot/ 
undershoot; and very low distortion while driving high output power. 


PRS-A900 Slew Rate 
perfectly follows |... =i 
a sharp ied of N 
= | input signal 
= jose jl Standard-type 
$ j high-grade amplifier's 
z (slew rate) characteristic 
E 0 10 20 30 40 50 60 


Time (p sec.) 


PRS-A900 features a more sharply rising 
Current feedback-type amplifier circuit | characteristic curve than a standard-type 
high-grade amplifier (which typically 
features 10-20 V/u sec. slew rate) 


P PRS-A900 : Conventional Circuit Design 
-10 AL-» AR H -10 AR-^ AL H 
-20 —AR>AL H -20 — AL>AR H " 1 ï E m 
E mom | 30 anal || H Pioneer's Unique High-Capacity Power 
-40 |— Outputs from all | ———1-- 5858. H — -40|— Outputs from all ———{--- BL>BR H h . 
-50 |— channels are equal -50 channels are not. — — — — —] Supply Ca pacitor for Audio 
-60 |— in level -60 equal in level 
ps js Pioneer strictly tested and tuned this original power 
-90 ur Us oo — supply capacitor for the PRS-A900 to provide 
-100 .— —7 enhanced stability in driving high-power output. 


10 100 1,000 10,000 100,000 MT] 
PRS-A900: Excellent separation among all channels 


L The Ultimate in Distortion-Free Sound Quality 


100 1,000 10,000 100,000 


le 


lBIH-shaped Chassis 


The conditions inside an automobile aren't always 
conducive to faithful audio reproduction. The 
natural vibrations of a vehicle as it cruises down the 
road can be transferred to the components inside 
an amplifier- causing audible distortion. Advanced 
resonance frequency testing on various back cover 
chassis designs led to Pioneer's development of the 
"H"form chassis, which stabilizes the amplifier and 
it's internal 
componentry by 
absorbing outer 
vibration with superior 
speed. 


ll Copper-Plated Power 


Vibrational Absorption Time Comparison 


Conventional Chassis Eliminates influence of vibration and noise, and 
30,000 i cuts even slight high-range sound distortion. 


-30,000) 
100 200 300 400 500 600 ms 700 


H-shaped Chassis 


30,000] 


25 % Faster Vibration Absorption 


-30,000) 


/ Specifications 


PRS-A900 


Number of Channels 


Max. Wattage (4 Q) 
Max. Wattage Bridged (4 Q) 


4/3/2 


100W x4 
200W x2 


4s. Wattage RMS (4.0 <= 196 THD+N) 
<a<Y 3 Wattage RMS (2 Q <= 1 % THD+N) 


cee 


Z" Wattage RMS Bridged (4 Q) 
Frequency Response 


Total Harmonic Distortion (1 kHz, 4 Q) 


Signal-to-Noise Ratio 
(IHF-A Weighted, at 1 kHz) 


Dimensions (W x H x D) 


50Wx4 
50W x4 
100Wx2 
10Hzto 100 kHz 
«0.003 96 
2108 dB 


371 mm x 65 mm x 282 mm 


li current Feedback-Type Amplifier Circuit ——— 


Transistor Mounts ——— 
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AMPLIFIERS 


Class-FD 2-Channel Br 
Amplifier 


Class FD [RN | 


PRS-D800 o= 


Key Selling Points — 


* Audio quality benefits from careful parts selection and exacting design precision. 
e Extra compact design makes for easy installation without compromising sound quality. 
e Flexible connectivity enhances unified design in parallel connection, with the amp able to 


accommodate multiple connections and installation configurations. 


Audio Quality 


liClass-FD Amplifier - 


High Performance High-Slew Rate Operational Amp 


The PRS amplifier includes Linear Technology Corporation's 
high-performance high-slew rate operational amplifier in the 
circuitry that generates PWM (Pulse Width Modulation) signals from 
analog input signals with amazing accuracy. The result: very linear 
music reproduction with low distortion rate. 


Electrolytic Capacitor for Audio 


Extensive listening tests went into selecting and mounting an 
audio capacitor for optimal audio frequency response and dynamic 
range that are characteristics of high-end sound tone and detail. 


OFC (Oxygen-Free Copper) Wire Coil for Output 


The LPF output of the Class-D amplifier features OFC wire coil for 
low DC (Direct Current) resistance and low loss, so that speakers 
can be driven strongly to produce tight bass and clear, vivid mid- 
and high-range sound. 


Compact Design 


llVery Compact Design for Extra 
Flexibility of Installation 


Functionally separated circuit layout and i 
four-layer circuit board are designed to integrate | 
mounted parts, reduce circuit impedance, and 
maintain high performance and sound quality. 
The designs efficient heat dissipation is ideal for 
an amplifier that is compact enough to be 
installed in various places in a car. 


Conventional Model 
(PRS-D2200T) 


PRS-D800 


signal-to-noise ratio. 


vibration is suppressed, 
preventing sound 
degradation. 


| Specifications — — 


TVC (Total Vibration Control) Concept 


Anti-vibration material under the transformer 
thoroughly eliminates vibration that normally blocks 
sound when high current is applied, enhancing power 
flow stability, minimizing distortion, and raising 


Vibration of the transformer, when transmitted to 1 
the circuit board, can compromise sound quality. 


The circuit board is absorbed and transformer 


l Total Vibration 


(LEID 
Control 


PRS-D800 


Number of Channels 2A 
Max. Wattage (4 Q) 250Wx2 
Max. Wattage Bridged (4 Q) 600Wx1 
GU. Wattage RMS (4 Q <= 1 96 THD+N) 125Wx2 
e à Wattage RMS (2Q<= 196 THD+N) 150W x2 
"^ Wattage RMS Bridged (4 Q) 300W x1 
Frequency Response 10 Hz to 30 kHz 
Total Harmonic Distortion (1 kHz, 4 Q) <0.004 % 
Signal-to-Noise Ratio 5105 dB 


(IHF-A Weighted, at 1 kHz) 


Dimensions (W x H x D) 


255mm x 50 mm x 104 mm 


GM-D9604 


Class-FD 4-Channel Bridgeable Amplifier 
with Bass Boost Remote 


Class FD LPF HPF 
Ej sse m 


Champion serres 
GM-D8604 


Class-FD 4-Channel Bridgeable Amplifier with 
Bass Boost Remote 265 


Class FD [173 Ca | | 


EEE tom 
GM-D9601 


Class-D Mono Amplifier with Bass Boost Remote 


Variable 2m 
LPF R TJ Bass Boost 
IN; Ld ^ Remote 


GM-D8601 


Class-D Mono Amplifier with Bass Boost Remote 
265 


Sul TdWv 


315 - 


KeySellingPoints = = = =— 


© Very efficient and compact, the Class-D amp is capable of amazingly high power output. 


e Highly stable, durable circuitry enables 10 connection with continuous output. 


* Variable LPF and HPF enhance system tuning flexibility. Bass Boost ye variable 


Remote lets listeners optimize the bass level according to 


preference and type of music being played. 


Growing Power, Shrinking Size 


Pioneer's new extra-efficient Class-D digital amplifiers mark a 
dramatic improvement in power output capability, yet are 
much smaller than Class-AB amplifiers. That makes them more 
versatile in terms of installation as well as performance. 


More Impact Made More Compact 


* Measured by cubic volume. 


Dramatically Higher Power Output Conventional 
Conventional Class-D Amplifier vs. New Class-D Amplifier LESSE] 


GM-D9500F:800W max. vs. 


GM-D8604 


GM-D8500M: 1,200 W max. vs. pnas: 
GM-D7500M: 800 Wmax. vs. 


Highly Reliable Circuit Design 


To prevent circuit shutdown, Pioneer's new digital amplifier circuit 
"Protection Control System" senses its internal temperature and 
automatically moderates input level accordingly. Stable, durable circuitry 
lessens the risk of high input power for the unit to achieve 
1 Q connection. This design enhances the flexibility to 
connect multiple subwoofers to a system. 


Multiple Block Terminal 


Bass Boost 
== Remote 


f For Extra Versatility 


Variable LPF/HPF 


For extra flexibility, variable LPF Low-Pass Filter ON !  High-Pass Filter ON 
and HPF make audio frequency ! 
more adjustable according to 
subwoofer characteristics and 


From 40 Hz to'500 Hz 
personal listening preferences. ? 


Z 


Variable Variable 


CEIF ATL Variable LPF/HPF:40Hz—500Hz M [ida 
CEM Variable LFP: 40 Hz — 240 Hz vaian 


Variable LFP: 40 Hz — 240 Hz Bass Boost 


Bass Boost Remote — "Remote 


Every new Class-D amplifier has a Bass Boost Remote 
Controller for optimal bass level adjustment according 
to listening preferences and music characteristics. 


Automatic Signal Sensing and Turn-ON 


Pioneer's Class-D amplifier automatically selects an input signal mode between 
the RCA level and the speaker level detecting an input signal. Further, when the 
receiver is turned on, the amplifier will automatically turn on. 


/ Specifications — — 


GM-D9604 GM-D9601 GM-D8604 GM-D8601 


(IHF-A Weighted) 
Dimensions (W x H x D) 


Parallel 


N f Ch l 
TS-W31154x4 umber of Channels 4/3/2 Mono 4/3/2 Mono 
Max. Wattage (4 Q) 260Wx4 1,000W x 1 200Wx4 600Wx1 
Max. Wattage (2 Q) 400Wx4 1,600W x 1 300Wx4 1,000 W x 1 
Max. Wattage (1 Q) 260W x4 2,400W x1 250Wx4 1,600 W x 1 
Max. Wattage Bridged (4 Q) 800W x2 — 600Wx2 — 
I e Wattage RMS (4 Q <= 1 96 THD+N) 130Wx4 500Wx1 100Wx4 300Wx1 
& 7 Wattage RMS (2 Q <= 1 % THD+N) 200 W x4 800W x1 150Wx4 500Wx1 
e H Wattage RMS (1 Q <= 1 %THD+N) 130Wx4 1,200Wx1 125Wx4 800Wx1 
^"* — Wattage RMS Bridged (4 ©) 400Wx2 — 300Wx2 — 
Frequency Response 10 Hz to 50 kHz 10 Hz to 240 Hz 10 Hz to 50 kHz 10 Hz to 240 Hz 
GM-D9601 Total Harmonic Distortion (1 kHz, 4 Q) «0.05 96 «0.5 96 (100 Hz) «0.05 96 «0.5 96 (100 Hz) 
ignoto. oss Rato >95 dB >100 dB >95 dB >100 dB 


315mm x 60 mm x 200 mm | 315 mm x 60 mm x 200 mm | 265 mm x 60 mm x 200 mm | 265 mm x 60 mm x 200 mm 51 


AMPLIFIERS 


GM-D 1004 mm Caoowws.) 


Class-FD 4-Channel Amplifier 


Class FD M (ld iod E 


Key Selling Points — —— 


* Compact design makes for easy installation behind the center console or inside the console box. 
e Achieves higher power output despite compact dimensions. 


* GM-D1004 incorporates various outstanding features including TVC (Total Vibration Control) 
Concept, Automatic Signal Sensing and Turn-ON, and others. 


f Ultra Compact Design f Easy Installation 


Despite compact dimensions, high power 100 W x 4-ch. achieves maximum Electric power is supplied to the amplifier behind the center j 
output to deliver clear, powerful sound even at loud volumes. console or inside the console box, simplifying wiring and 


installation so you can upgrade sound quality from a 


j E system using a receiver's built-in amplifier. 


GM-D8604 ; Powercable 
* Measured by cubic volume. [- Center console 
ea or Console box 
(Wiring in vehicle) 
GM-D1004 Built-in Amplifier 


-— 


ZI — 
[Automatic Signal Sensing and Turn-ON 


When connected to an OEM receiver or a receiver without RCA input using speaker wire, 


[ TVC (Total Vibration Control) Concept 


Grooves on bottom of chassis suppresses vibration that 


normally blocks sound when high current is applied, 
enhancing power flow stability, minimizing distortion, 
and raising signal-to-noise ratio. 


Total Vibration 
ie ——ÀÀ—— 
Control 


TVC (Total Vibration Control) Conceptualization 


Conventional 
Amplifier 


$ | r U R^ RI 
Circuit Board 


Chassis 


` b. 
3 3 3 Vibratign fom vehikle $ 3 3 
2. 22» 


Wu" 


Chassis 


= 
3 3 3 Vibratign fom vehikle $ 3 3 
>” » PF ? 


the amplifier is turned on at the same time as the receiver. 
Pioneer's amplifiers automatically detect an input signal and select an input signal mode 
between the RCA level and the speaker level. 


GM-D1004 


Number of Channels 4/3*/2* 
Max. Wattage (4 Q) 100W x4 
Max. Wattage (2 Q) 100W x4 
Max. Wattage Bridged (4 Q) 200 W x 2* 
E Wattage RMS (4 © <= 1 % THD+N) 45Wx4 
c ii Wattage RMS (2 Q <= 1 % THD+N) 45Wx4 
"ww" Wattage RMS Bridged (4 Q) 90 W x 2* 
Frequency Response 10 Hz to 40 kHz 
* 3-/2-channel and bridged connection 

wattage specifications available for the Total Harmonic Distortion (1 kHz, 4 Q) «0.05 96 

UC model only. Refer to product box for Signal-to-Noise Ratio 

regional availability. (IHF-A Weighted) 290 dB 
Dimensions (W x H x D) 181 mm x 38 mm x64 mm 


GM-A6604 Crow 


4-Channel Bridgeable Amplifier with Bass Boost Volume Control 


GM-A4604 


4-Channel Bridgeable Amplifier 
Variable Variable. 
Lr fur] 55^ 2s 


Bass Boost 


a [73 Rts Eu 


GM-A5602 


2-Channel Bridgeable Amplifier with Bass Boost 
Volume Control ue 


GM-A3602 


2-Channel Bridgeable Amplifier 


‘TG Ez Ez 


Key Selling Points — ] 


* Available variable low pass and high pass filters allow for greater system tuning flexibility. 
(Variable HPF: GM-A6604/GM-A4604, Variable LPF: GM-A6604/GM-A4604/GM-A5602) 

* New GM-A series amps incorporate various outstanding features including Bass Boost, 
Automatic Signal Sensing and Turn-ON, and others. 

* Achieves higher power output despite compact dimensions. 


Variable LPF/HPF 


Variable LPF and HPF allow for adjustable frequency 
between 40 Hz to 500 Hz* and greater car audio 
system flexibility according to subwoofer 
characteristics and personal listening preference. 
*GM-A6604/GM-A4604: Variable LPF/HPF (B-ch.), Fixed 
LPF/HPF (A-ch.), GM-A5602: Variable LPF 


. Variable LPF/HPF Crossover Frequency Image 
Subwoofer dedicated to deeper bass sound baa A 


GM-A6604/GM-A4604 
High-Pass Filter ON 


t3 © © Low-Pass Filter ON 
L D Frontspeakers Subwoofer 
ES GM-A6604| 
Subwoofers [ri Bm 


(1) HPF] 


f Bass Boost 


Bass Boost featured in the GM-A6604 can be set to levels variably between 0 to 12 dB for New Pioneer amps brilliantly 

optimal bass. This precise control can enhance the overall balance and impact of all integrate high-power GM-6500F / GM-5500T. 

sounds, according to listening preference and music style. The performance superior to that of rw mtb 

GM-A5602 allows adjustment in three steps: 0 dB, 6 dB or 12 dB. Bass Boost previous models in space- GNESSDOT 
Term efficient size for flexibility of 


installation in various car 


Automatic Signal Sensing and Turn-ON cabins 


Pioneer's amplifier automatically selects an input signal mode between the RCA level and 
the speaker level detecting an input signal. Further, when the receiver is turned on, the 
amplifier will automatically turn on. When connected with an OEM receiver or receiver 
without RCA input using speaker line, the amplifier has its power turned on in sync with 
the receiver. 


/ Specifications 


6"x 9" Speaker 16 cm Speaker 


Adjust cutoff frequency flexibly according to subwoofer characteristics and personal 
listening preference. 


Growing Power, Shrinking Size 


from 40 Hz, 


GM-A6604 / GM-A5602 


) 


* Measured by cubic volume. 


GM-5500T: 820 W max. vs. 


GM-A6604 GM-A4604 | GM-A5602 | 


Number of Channels 4/3/2 4/3/2 2/1 2/1 

Max. Wattage (4 Q) 120W x4 80Wx4 300Wx2 120Wx2 

Max. Wattage (2 Q) 190Wx4 120Wx4 450Wx2 200Wx2 

Max. Wattage Bridged (4 Q) 360Wx2 240Wx2 900Wx1 400W x1 

4s. Wattage RMS (4.0 <= 196 THD+N) 60Wx4 40W x4 150W x2 60Wx2 

e i Wattage RMS (2 Q <= 1% THD+N) 90Wx4 60Wx4 225Wx2 90Wx2 
cw Wattage RMS Bridged (4 Q) 180Wx2 120Wx2 450Wx1 180Wx1 

Frequency Response 10 Hz to 70 kHz 10 Hz to 70 kHz 10 Hz to 70 kHz 10 Hz to 70 kHz 

Total Harmonic Distortion (1 kHz, 4.) «0.05 96 «0.05 96 «0.05 96 «0.0596 

Signal-to-Noise Ratio 

(IHF-A Weighted) 295 dB 94 dB >96 dB >95 dB 

Dimensions (W xH x D) 215 mm x 60 mm x 348 mm 215 mm x 60 mm x 318 mm 215 mm x 60 mm x 348 mm 180 mm x 60 mm x 238 mm 


Sul TdWv 
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SUBWOOFERS 
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/ Active Subwoofers 


DELVE DEEPER 


Applying the kind of innovation that made its SPL 
subwoofers world championship winners, Pioneer 
makes all of its subwoofers superior at delivering 
massive punch for maximum impact. 

With stunning dimensions of low-frequency depth, 
Pioneer achieves the ultimate technical knockout. 


Built on the strong foundation of the world's 
top-performing SPL subwoofer, Champion Series 


subwoofers broaden the reach of Pioneer's spirit 
and technology toward new horizons. Their reliability, 
power and capability to produce big, clear, 
distortion-free sound are simply incomparable in 
their class. 


nall OW SUuDWOOIG 


Our line of shallow subwoofers are designed to 
provide wider installation options for a broad range 
of vehicles. These shallow-mount subwoofers feature 
unique design to deliver big bass performance like a 
full-size subwoofer, but in a compact design that can 
be installed either behind or under seats depending 
on the type of vehicle. 


ima 2391 
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Pioneer 


* Models TS-W3003D4, TS-W311D4, TS-W31154, TS-W261 D4, TS-W26154 
and TS-W311. In this Dealer Reference Guide, these particular subwoofers 
and 3D hologram logo appear as in examples below. The product that 
has a 3D hologram sticker attached to its packaging carton features this 
logo on product page. Please see product page for more details. 


TS-W3003D4 Boss 


30 cm (12") Champion Series PRO Subwoofer 


e 
= 
Q 
9 
D 
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TS-W3003D4 A 


30 cm (12") Champion Series PRO Subwoofer 


Key Selling Points 


Champion serres - EKO 


e Incredible bass performance derived from our award-winning SPL subwoofers. 
e New structure enhances linearity of cone movement to input signal. This ensures 
accuracy of sound reproduction even at high volumes. 


J TS-W3003D4 Cut View 


Young's Modulus 


— Drive Cone for Louder Sound 


H IMPP Composite Seamless Cone 


9.0E«09 


Fiber material blended in 
the drive cone improves 


An extremely rigid yet lightweight cone is vital to prevent 


cone failure at high sound pressure levels. Pioneer's IMPP tid 


Composite Seamless Cones meet this need perfectly. sound response. 


Highly Rigid Shaped Basket 


Young's Modulus [N/m?] 


5.0E«09 
wf 
Rigidity 


Four ribbed arms strengthen the 
basket stiffness while body basket 


1.0E+09 


3.0E+09 
jf Se 


shape has been slimmed down. 


F 


100 


More 


D 
Air Vent 


The movement of air within 
the subwoofer is smoothly 
channeled for optimal 
ventilation to ensure a quick 
response and clear 


Dual Spider 
reproduction of bass. 


enhance linea 


20 


1,000 10,000 
Frequency [Hz] 


ual-Layer Surround Fiber 


Reinforced Elastic Polymer 


Two spiders supporting the voice coil 
effectively dampen large cone vibration and 


rity of sound reproduction. 


Large-Sized Magnetic Circuit and 
Projected Pole 

A large magnetic circuit and projected pole that 
brilliantly dissipates heat help to deliver higher 
power sound. 


Displacement [mm] 


The projected pole helps reproduce more accurate, 
linear sound by improving the symmetry of vertical 


magnetic flux distribution. 0 


TS-W310S4 TS-W3003D4 


Frequency [Hz] 100 


b d 


Displacement [mm] 


^h. 


i 


o 


Dual Spider 
1. ë n 
M. ——— 
Bigger Magnet | = 
J re ] 
^ | 
B = 


BI parameter is force factor. 
Higher force factor = Higher drive power 


Size 
Max. Music Power (Nominal) 


Frequency Response 
E « D Sensitivity (In Car/1 W) 
g Impedance 
Mounting Depth 
Cut-Out Dimensions 
Recommended Enclosure 
0 


-15 -10 -5 0 5 10 15 PI : 
Displacement [mm] U "FK CIL JA 


Frequency [Hz] 100 


High bineanitys 


[Specifications 


30cm 
2,000 W (600 W) 
20 Hz to 80 Hz 
96 dB 
40x2 
176 mm 
0283 mm 
24.1 liters to 49.5 liters 


SH3400M8nS 
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SUBWOOFERS 


TS-W311D4/S4 new Bios 


30 cm (12") Champion Series Subwoofers 
(TS-W311D4: 4 Q Dual Voice Coil Type/TS-W31154: 4 Q Single Voice Coil Type) 


TS-W261D4/S4 (.200Wwax..) Anew roc 


25 cm (10") Champion Series Subwoofers 
(TS-W261D4: 4 Q Dual Voice Coil Type/TS-W26154: 4 Q Single Voice Coil Type) 


Key Selling Points 


e Extreme performance derives from Pioneer's Championship-winning SPL subwoofers. 
e The versatile subwoofer lineup provides for various types of installation. 


TS-W311 Ciww. Y New 


30 cm (12") Champion Series : 
Subwoofer (Multi-Purpose Type) [zd ordi 


| TS-W304R (120w. MN TS-W254R Coona 


30 cm (12") Component Subwoofer 25 cm (10") Component Subwoofer 


9283 


0278 


Pioneer 
e 
f TS-W311D4 Cut View 
. IMPP Composite Cone Characteristics 
IBIIMPP Composite Cone 1.06+10 P 
An extremely rigid yet lightweight cone is vital to prevent cone = 
failure at high sound pressure levels. Pioneer's New IMPP 't 
Composite Cones meet this need perfectly. CAE (computer-aided 2 BOE+O? 
engineering) has been applied to create a surface spoke design E j 
that ensures high durability and rigidity of the cone. 3 New TS-W311D4 
I 6.0E+09 
i ^ 
$ More Rigidity 
Air Vent E 4.0E«09 + 
The movement of air within the subwoofer is smoothly = 
channeled for optimal ventilation to ensure a quick 2.0E+09 
response and clear reproduction of bass. 10 100 1,000 10,000 
Frequency [Hz] 


W Dual-Layer Elastic 
Polymer Surround 


e Features the world's first 
technology of its kind. 

+ Dramatically improves durability 
and lightness, for superior 
response, especially for louder 
volume. 


Fully Enclosed 
Basket 


Magnetic circuit is tightly fixed 
to the basket to suppress 
undesirable sound-distorting 
recoil to the cone, realize clear 
and punchy bass sound. 


Hi Independent Spider 
Holder 


The TS-W311D4 has a feature 
inherited from Pioneer's 
competition-dominating SPL 
subwoofer—an independent spider 
holder that is separate from the 
basket. By preventing propagation of 
spider vibration through the basket 
to the cone, this structure improves 
high transient and linearity of 
excursion, enhances clarity of sound 
reproduction. 


New TS-W311D4 


v 


New TS-W311D4 


¢ jeanBass! 


4-Layer Copper Voice Coil with Aluminum Former 
Aluminum former improves heat dissipation. 


[Speci ications 


TS-W311D4 TS-W311S4 TS-W261D4 TS-W261S4 TS-W311 TS-W304R TS-W254R 


Size 30cm 30 cm 25cm 25cm 30 cm 30 cm 25cm 

Max. Music Power (Nominal) 1,400 W (400 W) 1,400 W (400 W) 1,200 W (350 W) 1,200 W (350 W) 1,000 W (300 W) 1,300 W (300 W) 1,100 W (250 W) 
Frequency Response 20 Hz to 125 Hz 20 Hz to 125 Hz 20 Hz to 125 Hz 20 Hz to 125 Hz 20 Hz to 125 Hz 20 Hz to 220 Hz 20 Hz to 220 Hz 
Sensitivity (In Car/1 W) 95 dB 95 dB 93 dB 93 dB 95 dB 95 dB 93 dB 
Impedance 40x2 40 40x2 4Q 4Q 4Q 4Q 
Mounting Depth 151 mm 151 mm 139 mm 139mm 148 mm 135mm 127 mm 
Cut-Out Dimensions 9283 mm 20283 mm 9235 mm 9235 mm 9278 mm 283 mm 2235 mm 


Recommended Enclosure | 35.4 liters to 56.6 liters | 35.4 liters to 56.6 liters | 25.5 liters to 42.5 liters | 25.5 liters to 42.5 liters | 35.4 liters to 56.6 liters | 24.1 liters to 49.5 liters | 18.4 liters to 35.4 liters 
For more details, see page 97 (Thiele-Small parameters) and 98 (Enclosures). 


e 
= 
Q 
9 
D 
n 


[[Ts-Sw3002S4 Cut View 


e 
— Uu 
TS-SW3002S4 asus) anew 3 
Oversized Cone W Dual-Layer Elastic Polymer Surround 9 
30 cm (12") Shallow-Mount Component Subwoofer The TS-SW3002S4 utilizes an oversized cone structure that provides greater cone Dramatically improves durability and lightness, for superior m 
surface without changing its standard external dimension. This cone surface allows response, especially for louder volume. [77] 
the subwoofer to produce louder and deeper bass by moving more air. 
(N/m2) xE07 
Dual-Layer Elastic Polymer 
6.0 e 


Strength 


Sensitivity [dB] 


200 400 600 800 1,000 1,200 


(kg/m3) 


20 Density 


purability | | 
T iteli uightwelght 


50 100 
Frequency [Hz] 


H Mica Reinforced IMPP Cone 


The cone structure of this subwoofer uses a highly rigid cone made with 
MICA injected molded resin which creates a rigid and durable cone, Bass!) 


giving it the ability to produce accurate bass. à WIG 3 36 
Mok Tre y ; 
Dual Spider 


Two spiders supporting the voice coil 
effectively dampen large cone vibration and 
enhance linearity of sound reproduction. 


Symmetric Excursion Control 


2 
15 — X 
Hn i 
E os H mS 
9 
20 a = 
9 5 20 23 25 29 
5-0. 
5 3 HA, iij vanity) 
15 L— fg i} 
Spider Holder 2 
Frequency [Hz] 


New TS-SW3002S4 
mam Competitor A 


Heat Resistant Polyester Resin 4-Layer Voice Coil mums Competitor B 


Large-Sized Dust Cap with 
Spin Pattern 


Key Selling Points 


e Get deep big bass from a small enclosure. L Ultimate Installation Flexibility — TS-SW2002D2 
e Easy to install in virtually any vehicle. : 


Removal of the detachable gasket Factory Box Dual Voice Coil 
_ uu from the TS-SW2002D2 uncovers Ls TS-SW2002D2 is designed 
TS-SW2502S4 (1,200W max. JP ^ TS-SW2002D2 several screw holes that allow for M f a with 2 Q DVC (Dual Voice Coil) 


flexible installation in various types of 


that can be matched 
25 cm (10") Shallow-Mount Component Subwoofer 20 cm (8") Shallow-Mount Component Subwoofer vehicles. The subwoofer's mounting with various impedance OEM 
= Pa depth has been carefully determined ee subwoofers and allows users 
= bI according to survey of vehicle -—3 to select 1 O or 4 O wiring. 
g parameters, resulting in development ee. 
of a shallow type subwoofer that fits — QA 
right into the factory box. A A A 


Specifications 

TS-SW2002D2 
Size 30 cm 25cm 20cm 
Max. Music Power (Nominal) 1,500 W (400 W) 1,200 W (300 W) 600 W (150 W) 
Frequency Response 20Hzto 125 Hz 20Hzto 125 Hz 20 Hz to 200 Hz 
Sensitivity (In Car/1 W) 93 dB 91 dB 86 dB 
Impedance 40 40 BOX 
Mounting Depth 86 mm 78mm 67mm 
Cut-Out Dimensions 0298 mm 9249 mm 9179 mm 
Recommended Enclosure 14.2 liters to 28.3 liters 9.9 liters to 19.8 liters 4.2 liters to 14.2 liters 


TS-WX305T 


30 cm (12") Bass-Reflex Tube Type Subwoofer 
* Dimensions (W x H x D): 6344 mm x 669 mm 


TS-WX305B 


30 cm (12") Bass-Reflex Subwoofer 
* Dimensions (W x H x D): 500 mm x 379 mm x 280 mm 


™ 
= INJECTION -— 


CONE 


Key Selling Points 


* High power and loud sound are achieved by incorporating a long voice coil and large 
magnetic circuit. (TS-WX305T/TS-WX305B) 
* Instantly installable — there's no need to make an enclosure for the subwoofer. 


TS-WX120A 


20 cm x 13 cm Sealed Active Subwoofer 
+ Dimensions (W x H x D): 280 mm x 70 mm x 200 mm 


TS-WX210A 


20 cm (8") Sealed Active Subwoofer 


« Dimensions (W x H x D): 
250 mm x 118 mm x 265 mm 


* Output power 


SF 


TS-WX206A 


20 cm Bandpass Active Subwoofer 
» Dimensions (W x H x D): 274 mm x 316 mm x 412 mm 


™ 
-— INJECTION 
mm ] voie 
CONE 


* Output power 


* Output power 


Sound Quality 
Adjustment Knobs 


Key Selling Points 


e Built-in amplifier simplifies installation, especially in tight spaces. 
e Excellent for enjoying big bass sound, regardless of space limitations. 


[Technology of TS-WX305T and TS-WX305B 
HI IMPP Composite Seamless Cone 


An extremely rigid yet lightweight 
cone is vital to prevent cone failure at 
high sound pressure levels. Pioneer's 
IMPP Composite Seamless Cones 
meet this need perfectly. 


Urethane Rolled Edge with High 
Compliance 


Cone Body with Blended Fiber 
The fiber material blended into the drive cone 
improves sound response. 


Microscopic View 


Air Vent 


The movement of air within the subwoofer is 
smoothly channeled for optimal ventilation 
to the benefit of quick response and clear 
reproduction of bass. 


Cone body with fiber 


Large and Projected York Pole Long Voice Coil with Enlarged Wire 


Diameter and Aluminum Bobbin 


Double Stacked High Energy Magnets 


With two large magnets, the cone can be 
driven at high power. 


Extending the yoke pole of the upper part to the upper 
side maintains symmetry of vertical cone motion, for 
sound reproduction of great linearity and accuracy. 


Previous Model 


Use of thick magnetic wire and an aluminum bobbin 
ensures excellent durability to withstand high input power. 


Bass-Reflex Subwoofer 


Bigger Pole 


Thicker Plate 


Thicker Wire Gauge & 
Wider Wind Width 


Bigger Magnet 


pm 


Eye-catching and Functional Port 
(TS-WX305B) 


Installable in Less Space than Previous Subwoofer (TS-WX305B) 


Producing high-power Previous Model TS-WX305B 


sound from an even 


192 148 
shallower enclosure 

depth for easier 

installation. 


L Technology of TS-WX120A 


Flexible Installation 
The TS-WX120A has the same width and depth as a previous model, but less height, so it can be easily installed under the seat in various types of cars. 


Previous Model TS-WX120A 


Specifications 
Size 30 cm 30 cm 20cmx 13 cm 20cm 20cm 
Max. Music Power (Nominal) 1,300 W (350 W) 1,300 W (350 W) 150 W” (50 W?) 150 W” (50 W®) 150 W? (60 W?) 
Frequency Response 20Hzto 125 Hz 20Hzto 125 Hz 30 Hz to 160 Hz 37 Hz to 200 Hz 35 Hz to 200 Hz 
Sensitivity (In Car/1 W) 97 dB 95 dB 98 dB 102 dB 107 dB 
Impedance 40 40 — — — 


(1) Maximum output power (2) Nominal output power 
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The Importance of High Sensitivity 


Why is:High'Sensitivity:important-forthe-car-speakers? 


When you need to turn up the volume from the receiver, the greater the output signal from the receiver's amplifier, the more 


this signal is distorted, which may cause clipping noise. 


Distortion becomes too high 


Oscilloscope Images of Sound Distortion T n | 


Proper volume Turned-up volume 


How:do^high:sensitivity:speakers-help:sound? 


High volume 


Pioneer car speakers sound very clear and sufficiently loud at low receiver volume settings because high sensitivity 
specifications make the speakers responsive enough to reproduce sound with great precision, even at low receiver amplifier 


output signal levels. 


Conventional Speaker | | 


Lacks impact 


Low SPL 


Too noisy 


TS-A1685S 


^ & Example of TS-G1645R 


TS-R1650S 


TS-G1645R 


* The SPL using continuous power of a Pioneer receiver. 
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SPEAKERS 


Smoother Off-Axis Response 
Superior Directivity: Pioneer PRS Speakers 


 sPioneer'sSound Concept: Open & Smooth 
-The "Open & Smooth" sound of Pioneer's industry-leading 


speakers delivers both sonic excellence and performance. 
The open-staging and smooth transition of driver response 
makes for an immersive experience that is truly the ultimate 
in-car sound. 


Pioneering:Anideal 


Absolute fidelity to musical sources takes form from speakers 
that reproduce the ambience in which sounds originate. 
Stage size, musicians’ movement, aural reflection and other 
distinctive details all bring these sounds to life. 


Whatis"Qpen®eSmooth"? 


Like a smooth, open road, the journey to more perfect in-car 
sound treats passengers to dramatic sensations moving with 
natural, dynamic flow. 


Open: Open staging and sound characteristics enhance 
the widening effect that extends way beyond the 
space between speakers. 


Smooth: With smooth transitions between mid-bass and 


tweeter, sound from these speakers is not marred 
by crossover frequency dips. 


Why^Open:& Smooth"? 


Only by pursuing this ideal can we realize "accurate mid- 
range sound reproduction" and "music that lacks for nothing, 
with flat response". 


How^Open:& Smooth"? 


Pioneer's approach to ideal sound relies on a foundation of 
"Smoother Off-Axis Response", 

"Low Crossover Frequency", "Low Distortion" 

and "Rigid and Light weight cone structure". 


Low Crossover Frequency fener 
Wider Response, Lower Crossover Point SMOOTH™ 


Pioneer PRS speakers always maintain more open, smooth, 
expansive, multidimensional sound, without the dramatic 
dips and inconsistencies that lesser speakers can produce. 


Pioneer PRS Speaker 


Pioneer extends tweeter 

performance to much 

lower frequencies, creating 

fuller midrange fidelity 

and clear, accurate vocals. General Midrange 


Frequency Response Curve 


Low Distortion 


Pioneer speaker innovations to suppress distortion 
include revolutionary rigid yet lightweight IMPP cones 
that significantly reduce mid-to-low range distortion and 
reproduce sound staging to natural effect. 


* In this Dealer Reference Guide, particular speakers and 3D 
hologram logo appear as in examples below. The product that has 
a 3D hologram sticker attached to its packaging carton features this 
logo on product page. Please see product page for more details. 


TS-A6995S n. ocn] 


6" x 9" 5-Way Speaker 


iA ise 


T 


PRS Series 


17 cm Component Speaker Package 


= 


133.8 


TS-C132PRS | 


13 cm Component Speaker Package 


| TS-S062PRS 


66 mm Component Midrange Speaker 


With Back Chamber 


2 
@ 
e] 


42.2 


Key Selling Points. eu 

* Audiophile-grade speakers designed to stunningly recreate the musical performance in exact detail. 

* Meticulous attention to detail in the materials and craftsmanship ensure the most subtle musical 
nuances are reproduced with extraordinary accuracy. 

* New midrange component delivers amazing clarity to male and female vocal range. 


—— - 


r 


The New Reference in Audio Excellence: The PRS 4-Way System 
Complete your state-of-the-art system using the PRS 4-way speaker setup. Utilize the midrange along with one of the 
component speaker packages, and setup & adjust it all with the DEX-P99RS. This system results in truly spectacular 

| imaging & staging, as the main male & female vocal ranges are covered by one driver (the midrange). 


PRS Series 


L PRS Speaker Cut View — Tweeter 


Smooth Off-Axis Response 


Soft-Dome Diaphragm 
The FEM (Finite Element Method) designed 


Sound Absorbing Material 


Absorbs the back wave reflection from the moving tweeter 


dome allows wide sound dispersion with flat diaphragm, preventing phase shifts or frequency 
& even response. cancellation-producing a smoother, more linear sound. 


L PRS Speaker Cut View — Woofer 


Micro Fiber Surround: Maximum Musical Response 
The high-density micro fiber material surrounding the woofer of a PRS 
speaker is very light and low internal loss characteristics. 

The Micro Fiber Surround realizes faster response and more accurate bass 
reproduction that allows all music to be heard to greatest advantage. 


High Linearity Sound 


Linear Moving Force System for ultra low distortion 
and high definition in bass sound. 


AL/Brass Dual Metal Center Plug 


Two different metals combine to reduce 
resonance. 


Voice Coil with Short-Winding 
Length 


Short voice coil (underhung design) provides 
maximum control with very light weight, 
providing high sensitivity and superior musical 
detail. 


Progressive Flex Suspension 
System (PFSS) 


Most spiders are all brawn and no brains, 
but Pioneer's PFSS is a "smart spider" that 
adapts to your music dynamically. When 
listening to soft music, it delivers the detail 
and fast response required, but when the 
big crescendo hits, it provides the precise 
control as well as the long excursion 
required for exceptional sound quality. 


Spider Displacement of Static Load 


Conventional spider 
— PFSS 


1 1 
0 5 10 15 
Displacement (mm) 


TS-C172PRS 


67 mm 


(TS-C172PRS/ 
TS-C171PRS) 


Conventional New inner-magnet design with Neodymium magnet 

Model allows the basket structure to be significantly smaller, 

(TS-C171PRS) and allows the woofer to fit easier into many doors - 
73.4 mm (TS-C172PRS) avoiding obstructions like window rails. 


122 mm (TS-C171PRS) 


TS-W252PRS 


25 cm (10") Component PRS Subwo: ) 


SH3MV3dS 


f TS-W252PRS Cut View | 


Corrugated Surround 
Aramid Fiber (Conex) with Rubber Coating 


Block Terminal (Gold-Plated) 
*Accepts up to 4 AWG Cable 


Overhung (Thick) Plate 
35mm 


Harmonic Distortion Comparison 
TS-W252PRS 


Frequency Response, Magn dB re 20.00 u Pa 


Massive 75 mm Diameter Voice Coil 
AL-Diecast Basket 


Eliminates ringing and unwanted resonances. 


TS-C172PRS TS-C132PRS TS-SO62PRS TS-W252PRS 


LIII ES 28mm" Mor a 


Max. Music Power (Nominal) 200 W (50 W) 150W (30 W) Eoo aye 800 W (400 W) 
i 25 Hzto 35 kHz 30 Hz to 35 kHz 48 Hz to 40 kHz 20 Hz to 2,400 Hz 
sitivity E i 89 dB 86 dB 84 dB 84 dB 
| Impedance. — W 40 40 40 40 
Crossover Frequency 2,300 Hz 2,200 Hz — — 
EESCOSSOVOETTeQUeno E 
a s: ES 67 mm 57.3mm 32mm 
| $ 13.4mm* 134 mm* 422 mm**** Lemm 


Usually when BL is high, impedance rises, decreasing 
sensitivity and degrading the mid-bass connection. Mount Adapter 16 cm: 55 mm = = — 


New PRS improves with application of the appropriate 
magnetic circuit and adjustments to thickness of Cu ring 
and voice coil design. 


0142 mm 9123 mm 0238 mm 


Recommended Enclosure = = = 28.3 liters 
* Tweeter specification ** With back chamber, 800 Hz, -12 dB/oct. HPF *** Without back chamber, 400 Hz, -12 dB/oct. HPF **** With back chamber 


TS-D Series 


TS-D1720C 


17 cm Component Speaker Package 


TM 

| = >| INJECTION 
= MOLDED 
CONE 


Mounting Depth with Mount Adapter: 
*16cm:51.5 mm 


amazing sound. 
* Included crossover network unit uses audiophile-grade components for exceptional fidelity. 
* Available in 2-way components or coaxial designs to fit most vehicles. 


TS-D1320C 


13 cm Component Speaker Package 


=» NECTION 
| ; = MOLDED 
CONE 


TS-D6902R 


TS-D1702R 


6" x 9" 2-Way Speaker 


= >| INJECTION 
=> MOLDED 
CONE 


17 cm 2-Way Speaker 


| = > fests 
= MOLDED 
CONE 
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TS-D1602R 


16 cm 2-Way Speaker 


= >| INJECTION 
=> MOLDED 
CONE 


TS-D1302R 


13 cm 2-Way Speaker 


| = > fests 
=> MOLDED 
CONE 


9121 


TS-D1002R 


10 cm 2-Way Speaker 


TM 

PP ESNE 
m ] MOLDED 
CONE 


9106 
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Technology of a D-Series Speaker 


Smooth Off-Axis Response 


Optimal Choice of 
Tweeter Diaphragm 
Shapes 


Lower Crossover Frequency 


28 mm Dia. Large-Sized Tweeter 
Diaphragm 


Light Weight Soft-Dome 
Diaphragm 


Rear Chamber 
High-Quality Passive Crossover 


Network (Woofer, LPF: -12 dB/ 
Tweeter, HPF: -12 dB) 


Improved Installation Flexibility—Tweeter Mounting Options 


Bou 


Flush Mount Angled Surface Mount Invisible Mount Spacer 


| Door | Dashboard | Pillar | | Door | Factory Tweeter Location 


Integrating aftermarket speakers into a vehicle's interior is as much about sound quality as it is about aesthetics. 
Now, thanks to Pioneer, there's no longer a trade-off between better sound and an unsightly tweeter location. As 
a growing number of today's vehicles come equipped with factory tweeter locations, Pioneer has designed an 
invisible mount spacer that allows the Pioneer tweeter to be installed in the factory tweeter location behind the 
grille. For those customers who want more control over tweeter placement, the tweeters can also be flush 
mounted or surface mounted with the supplied hardware. 


Large air core coil eliminates signal 
transmission loss. 


Low Distortion 


Thick Woofer Basket 


Large-Sized Woofer Magnet 


Dual-Layer IMX (Injection Molded Matrix) Aramid/Basalt Fiber Com 


Together, the Dual-Layer IMX Aramid/Basalt Fiber and IMPP Composite Cone 
provide for outstanding low and mid bass range fidelity, low distortion as well as 
extraordinarily detailed, accurate sound reproduction. 


osite Cone 


To create TS-D series speakers, Pioneer developed the industry’s first basalt fiber 
made from natural rock interwoven with aramid fiber. Used in the surface layer, 
this Aramid/Basalt Fiber material is highly rigid and better absorbent, enhancing 
stability and maintaining integrity throughout a wide temperature range. 


Microscopic Cross Section View TM 
pi caes 
Aramid/Basalt Fiber Skin with CONE 


Ceramic Coating 
+ Reproduces lively sound 
* Disperses resonance 


Composite Foamed IMPP 

* Better transience in low and mid-low range 
- Better rigidity and velocity 

* Light weight for better response 


Natural Basalt Melted and Spun 


Pioneer 


Technology of a D-Series Speaker 


Wave Guides 
Controls sound dispersion to make sound stage wider in the car. 


Pressure 
1.633E+002) 


Smooth Off-Axis Response 


1.585E+002) 


Pressure: 
1,633602: 


1.536E*002: 


1585: 002. 


1536E«002 


1.488E*002: 


114885002: 


1,440E+002 1.440E+002, 

1.391E+002 
usw IMproves sound 1.343E+002 
www» dispersion by Wave Guides 


construction 


1.295E+002) 


1.246E+002) 


SYSNOISE - COMPUTATIONAL 
VIBRO-ACOUSTICS 


Lower Crossover Frequency 


28 mm Dia. Large-Sized 
Tweeter Diaphragm 


Light Weight Soft-Dome 
Diaphragm 


Dual-Layer IMX (Injection 
Molded Matrix) Aramid/Basalt 
Fiber Composite Cone 


Rear Chamber 


High-Power Neodymium 
Tweeter Magnet 


Large-Sized Woofer Magnet 


Thick Woofer Basket 


Time (Response) - Input 
[m/s2] Working: Input: Input: FFT Analyzer [m/s2] 
400G 400G 


20 Conventional Basket 2006 TS-D Thick 
s ip Stamped Basket 
jer 300% Faster | Compressive Strength - 


pui Damping Speed 


o 
-300G 


-100G 
-200G 
-400G T å " à à è 
0 100m 200m 300m 400m 500m 600m 700m 800m 900m 
[s] 


Time (Response) - Input 
Working: Input: Input: FFT Analyzer 


-300G 
-400G 


Thick stamped basket to 
prevent distortion. 0 100m 200m 300m 400m 500m 600m 700m 800m 900m - 
[s] 


[^ Conventional Basket 


Note: Except for TS-D1320C, TS-D1302R and TS-D1002R 


[ Specifications 


TS-D1720C TS-D1320C TS-D6902R TS-D1702R TS-D1602R TS-D1302R TS-D1002R 


Size 17 cm, 28 mm* 13 cm, 28 mm* 6"x9" 17cm 16cm 13cm 10cm 
beget powek 260W (60W) 180 W (35 W) 360 W (80 W) 280 W (60 W) 260 W (60 W) 180W (35 W) 110W Q5W) 
Frequency Response 30 Hz to 33 kHz 35 Hz to 33 kHz 28 Hz to 30 kHz 30 Hz to 32 kHz 35 Hz to 32 kHz 35 Hz to 40 kHz 40 Hz to 40 kHz 
Sensitivity (1 W/1 m) 88 dB 88 dB 90 dB 88 dB 88 dB 88 dB 86 dB 
Impedance 40 40 40 40 40 40 40 
Crossover Frequency 2,800 Hz 2,800 Hz 2,800 Hz 3,200 Hz 4,000 Hz 6,000 Hz 6,000 Hz 

a 64.5 mm 57.5 mm 
Mounting Depth 122 mm* 122 mm* 89 mm 64.5 mm 59 mm 57.3 mm 46.5 mm 
Mounting Depth with Mount 16cm: 515 mm = m = un o = 
Adapter 
Cut-Out Dimensions 9144 mm 9121 mm 151 mm x 220 mm 9139mm 2128 mm 9121mm 2106 mm 


* Tweeter specification 
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TS-A Series 


TS-A1605C 


16 cm Component Speaker Package 


Crossover network 


KeySellingPoints = | 


->e — Cue 


* Loud and Clear performance delivering an energetic listening experience. 

* A high efficiency Multilayer Mica Matrix cone design along with a more aggressive motor 
structure delivers the ultimate listening experience at any volume level. 

* Available in 2-way component (with external crossover) or coaxial design in multiple sizes 
to fit most vehicles. 


TS-A1305C 


13 cm Component Speaker Package 


Crossover network 


TS-A6995S Bos 


75-46975S Bos 


6" x 9" 3-Way Speaker 


TS-A1685S Bos 


16 cm 4-Way Speaker 


TS-A6885R 


TS-A2013/ 


20 cm 3-Way Speaker 


= INJECTION - 
MOLDED 


TS-A6985S Bos 


6" x 9" 4-Way Speaker 


SH3MV3dS 


7S-A6965S  ( 400W wax. ) Boss 


6" x 9" 3-Way Speaker 


TS-A1675S Boca 


16 cm 3-Way Speaker 


TS-A2503/ 


25 cm 3-Way Speaker 


Technology of an A-Series Speaker 


TS-A6995S Cut View 


Loud & Clear 
Light Diaphragm Rigidity 77» 


Even its fiber is optimized to balance lightness and rigidity, so that the 760 
diaphragm achieves outstanding sound propagation with high sensitivity, 


Diaphragm Properties 


speed and responsiveness. 
Previous A-Series 


730 E 
720 m 
710 — 
| | 700 | 
0.0014 0.0015 


Loud & Clear 


A much bigger magnet greatly enhances 
drivability of the diaphragm and ensures that 
sound is reproduced with impressive power. 


0.0016 0.0017 0.0017 0.0018 0.0018 


0.0016 


0.0015 


High Sensitivity 


Sound Absorbing Material 


High Power 


Special Heat-Resistant Voice 
Coil Wire 

These provide for excellent heat 
dissipation and durability to withstand 
high input power. 


Light Weight Elastic Polymer 
Surround 


Low Distortion 


OFC Short Ring 


Focuses the magnetic field where it 
needs to be, increasing efficiency, 
lowering distortion and providing for 


more linear voice coil movement. Loud & Clear 


Multilayer Mica Matrix Cone In — 
TS-A1605C TS-A1305C TS-A6995S TS-A6985S TS-A6975S [ CONE 


Various materials were carefully combined to develop a diaphragm of extra 
lightness and rigidity to reproduce sound clearly with outstanding 
responsiveness, sensitivity and a suitable degree of internal loss. 


Cone Material Properties 


Speedy 2500 | ————————— 


Frequency Response 


I I 
—— Previous Speaker 
— A-Series Speaker 


Multilayer Mica Matrix Cone 


2450 [.-...---- -=+ 


Sound Pressure Level (dB) 


Current PP Cone | 


| jg. C e n] 
m T enag ru O eae — Loud & Clea 
SS 


L—1 
—— Previous Speaker 
— A-Series Speaker 


Pulp Cone | 
(Single layered) | 


2300 i ] 
0.0005 0.001 0.0015 0.002 


High Sensitivity 


Microscopic Image of Multilayer Mica Matrix Cone 


A surface containing mica properly maintains the cone's 
superior rigidity and internal loss. 
The back makes excellent use of light, water-resistant material. 


Sound Pressure Level (dB) 


100 0 10000 
Frequency (Hz) 


Pioneer 


Technology of an A-Series Speaker 


Installation Flexibility — Tweeter Mounting Options* 


TS-A1605C Cut View 


Soft-Dome Diaphragm 


* Please refer to page 72 for details. 


Flush Mount Type Slant Type Custom-Fit Type 


Sound Absorbing Material 


Loud & Clear 


Wave Guide Focusing Design 


Neodymium Magnet 


Low Crossover Frequency 


Large Cavity 


This newly developed tweeter disperses sound more widely with superior 
control, providing listeners with the best sound under all conditions, 
regardless of listening position or car. 


Loud & Clear 


Multilayer Mica Matrix Cone 


Various materials were carefully 
combined to develop a diaphragm 
of extra lightness and rigidity to 
reproduce sound clearly with 
outstanding responsiveness, 
sensitivity and a suitable 
degree of internal loss. 


DAEN 


Low Distortion 
Center Phasing Plug 


High Sensitivity 


Light Weight Elastic 
Polymer Surround 


High Power 


Coil & Magnet for 
Maximizing Force Power 


Passive Crossover Network 
An external crossover network 
takes optimal advantage of 
woofer and tweeter sound 
characteristics. 


Larger-Than-Normal Cone for 16 cm Cutout 


A-Series speakers have bigger cones than, but same cut-out dimensions to previous speakers. 
The result is deeper low-range sound reproduction. 


Deeper Bass in Low Range 


Previous Speaker A-Series Speaker 


Cut-Out Hole : 128 mm ——P- Cut-Out Hole : 128 mm 95 PPCG 
Same installation capability 90 aa 2 
But... 7 Let +7 
fu d EADEM 85 » » 


SPL (dB) 


: 7 ijeeper Bass! 
65 A 


E KA CAM NS eLGBigge". — « 
Diameter: 9122.2mm Diameter: 9130.7 mm 1 BIJ j Size) 10 100 1,000 


Frequency (Hz) | — Previous Speaker 
sis . —— A-Series Speaker 
Specifications 
TS-A1605C TS-A1305C TS-A6995S TS-A6985S TS-A6975S TS-A6965S 
16cm 13 cm "v9" "yo" "yo" ny Qh 
t 20 mm* 20mm* 6" x9 6"x9 6"x9 6"x9 
F Max. Music Power (Nominal) 350 W (60 W) 300 W (50 W) 600 W (100 W) 550 W (100 W) 500 W (90 W) 400 W (60 W) 
_ Frequency Response 34 Hz to 32 kHz 48 Hz to 32 kHz 27 Hz to 37 kHz 27 Hz to 38 kHz 28 Hz to 24 kHz 35 Hz to 37 kHz 
Sensitivity (1 W/1 m) 90 dB 89 dB 92 dB 91 dB 91 dB 92 dB 
_ Impedance 40 40 40 40 40 40 
Mounting Depth oom TD 85 mm 84mm 84mm 72mm 
0128 mm 9121mm 153 mm x 222 mm 153 mm x 222mm 153 mm x 222 mm 153 mm x 222 mm 
TS-A1685S TS-A1675S TS-A6885R TS-A4675R TS-A2013i TS-A2503i 
| Size = IER 16cm 16cm 6"x8" 4"x6" 20 cm 25cm 
Max. Music Power (Nominal) 350 W (60 W) 300 W (50 W) 350 W (60 W) 200 W (30 W) 500 W (80 W) 420 W (80 W) 
| Fre esponse 34 Hz to 30 kHz 35 Hz to 31 kHz 31 Hz to 42 kHz 39 Hz to 39 kHz 25 Hz to 28 kHz 20 Hz to 31 kHz 
91 dB 90 dB 90 dB 88 dB 91 dB 92 dB 
i 40 40 40 40 40 40 
gD : 54mm 44mm 61mm 42mm 89mm 115mm 
. Cut-Out Dimensions | 9128 mm 9128 mm 191 mmx 133 mm 95 mm x 153 mm 0186 mm 9236 mm 


* Tweeter specification 
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TS-R Series 


TS-R6950S Bos TS-R1750S Bot TS-R69505 Cut View 


6" x 9" 3-Way Speaker [m 2 17 cm 3-Way Speaker 
mA CONE SHH- KA co ; . . . 
Various materials were carefully combined to In MULTILAYER 

— develop a diaphragm of extra lightness and rigidity IF CON 


P" 4 M " 4 es to reproduce sound clearly with outstanding E 
sm ; o qp ET responsiveness, sensitivity and a suitable degree of 


internal loss. 
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Microscopic Image of Multilayer Mica Matrix Cone 


A surface containing mica properly maintains 
the cone's superior rigidity and internal loss. 

The back makes excellent use of light, 
water-resistant material. 


High Sensitivity 


: p Excellent heat dissipation and durability enhance 
Light Weight Rubber Coated Cloth Surround 


tolerance to high input power. 


More Flexible Installation 


TS-R 1650S d oculi TS-R 1350S d ocn With refined baskets and added screw holes, the new TS-R speakers can be installed with greater flexibility in various cars. 


16 cm 3-Way Speaker 13 cm 3-Way Speaker Anc FPE 


A | | "i 


TS-R1650S Example of Installable Vehicle 


Conventional Speaker 


Cut-Out Hole 


Conventional Speaker TS-R1350S Conventional Speaker 


—L LT SV 
$e f] 
LW o 
NN Ue 
M2 _ six B 
t= i 
Added screw hole Added screw hole A 
efficiency to energize loud, clear sound performance. Specifications 
* Aggresive grille and red flange design create a strong impression even long after installation. - E 
å é A . ize Ver cm cm cm 
* Extra screw holes for easier installation for various cars. TEUETTETITEETEREUT NUNTIUS TT Suwa ETT 
Frequency Response 30 Hz to 35 kHz 36 Hz to 31 kHz 35 Hz to 31 kHz 44 Hz to 31 kHz 
Sensitivity (1 W/1 m) 91 dB 90 dB 90 dB 89 dB 
Impedance 40 40 40 40 
Mounting Depth 67mm 47mm 40mm 47mm 


Cut-Out Dimensions 153mm x 222mm 9137 mm 2128 mm 9111 mm 


TS-G Series 


4 Technology of a G-Series Speaker 


TS-G1605C owm mw 


16 cm comp oasa Speaker Package 


ES EV IEREI 


A 
Poly-Propylene Center Cap Rubber Coated Cloth Surround Mica Reinforced IMPP Cone 
The mica is mixed into the cone material in 
precise proportions to optimize cone rigidity 
and to reproduce impactful bass. 
3,000 
2,900 
z 2,800 
= £ 2,700 Pl 
9 3 260 3 
as 
s 2,500 
5 2,400 
a Previous 
7 6.50E+09 7.50E+09  8.50E+09 9.50E--09 105E-10 — 1.15E-10 
Young's Modulus (N/m?) 
Vivid 
Poly-Imide Voice Coil Bobbin a 
. n . . . 90 
Optimized Magnetic Circuit 
85 
Heat Resistant Voice Coil 
80 
n Previous Model 
PEI (Poly-Ether Imide) Balanced Dome : 
Tweeter with Neodymium Magnet and "EL i - 
Magnetic Fluid 50 100 200 Hz 


OFC Short Ring 


Reduces a distortion, and expands a high 
frequency range. 


dB Competitor A 
* More natural vocal, more bass. ram AS 


TS-G1645H (250 W wax. ) TS-G1345R (250 W max. ) TS-G1045R (210 W max. ) ma 


16 cm 2- ird Speaker 13 cm 2- Sy Speaker 10 cm 2- iind Speaker 


co OLOGRAW) cone HOLOGRAM m Io LOGRAN] 


= SPL (Sound Pressure Level) 
— 2nd Distortion 


H; 
Rubber Coated uM 100 1,000 10,000 100,000 
Cloth Surround 


0106 


0128 


90 


Poly-Imide Voice Coil Bobbin 


80 


Optimized Magnetic Circuit Mica Reinforced IMPP Cone 


The mica is mixed into the cone material 70 
Heat Resistant Voice Coil in precise proportions to optimize cone 
rigidity and to reproduce impactful bass. 60 i 
00 5,000 10,000 20,000 50000 "Hz 


Ns ri 


[Specifications 7 
TS-G1605C TS-G1645R TS-G1345R TS-G1045R TS-G1615R TS-G1315R TS-G1015R 


TS-G1615R a TS-G1315R a TS-G1015R a 


16 cm Dual-Cone Speaker 13 cm Dual-Cone ~~ 10 cm Dual-Cone Speaker 


113 39 m 
A> r " Ae 6 A (MER 
CONE HOLOGRAM] i n. [0] m CONE HOLOGRAW) 


E S Size SUE 16 cm 13cm 10cm 16cm 13cm 10cm 
Wy Max. Music Power (Nominal) 280 W (45 W) 250 W (40 W) 250 W (35 W) 210 W (30 W) 230 W (40 W) 230 W (35 W) 190 W (30 W) 
Frequency Response 30 Hz to 28 kHz 26 Hz to 27 kHz 34 Hz to 25 kHz 38 Hz to 29 kHz 30 Hz to 25 kHz 33 Hz to 24 kHz 38 Hz to 26 kHz 
Sensitivity (1 W/1 m) 89 dB 89 dB 86 dB 84 dB 90 dB 88 dB 86 dB 
Impedance 40 40 40 40 40 40 40 
Mounting Depth 39mm 38mm 44mm 43mm 39mm 44mm 43 mm 
Cut-Out Dimensions 2128 mm 9128 mm 9121 mm 9106 mm 9128 mm 9121 mm 2106 mm 


* Tweeter specification 


81 


Champion Series 


TS-6975 V2 5E 


6" x 9" 3-Way Champion Series Speaker 


Key Selling Points — 


e Inherits technology from Champion se series s subwoofer for powerful, punchy sound. 

e PEEK film cone creates vivid, crisp sound. (TS-6975 V2/TS-1675 V2) 

è Basket design for wider installation coverage, without compromising high power input 
capability. Although the TS-1675 V2 is designated as a 16 cm installation size speaker, its 
cone is actually 17 cm in size, for more powerful sound. 


TS-6965 V2 


6" x 9" 3-Way Champion Series Speaker 166.6 


16 cm* 3-Way Champion Series ea 


* 16 cm installation size speaker actually contains 17 cm 
cone size for more powerful sound. 


L Technology of a Champion Series Speaker 
TS-6975 V2 Cut View 


Polycarbonate Sub-Grille 


PI Film Spider 


Film Cone Tweeter 
= 


Punchy Bass | High Sensitivity 


Rigid, Light Non-Pressed Paper Cone 


Pioneer carefully selects materials and applies 
a non-pressed paper process — giving these 
new cones the light, rigid qualities needed to 
create punchy, powerful sound, plus extra 
durability to go to the limit. 


Gold-Plated Screw Terminal 


TS-6975 V2 TS-6965 V2* TS-1675 V2* 


* Not screw-type terminal 


Rubber Magnet Cover* 


*Magnet cover is removable. 


TS-6975 V2 TS-6965 V2 TS-1675 V2 


Large Magnetic Circuit for 
High-Power Drive 


Punchy Bass 
Dual Layer Urethane Surround 


TS-6975 V2 TS-1675 V2 


PEEK Film Cone with Urethane 
Surround 


New PEEK (Polyetheretherketon) cone 
material has excellent characteristics of 
rigidity and durability, even when 
subjected to heat. This contributes to 
sharp response (especially across the 
mid- to high-frequency range) and 
vivid sound reproduction. 


PEEK Cone Midrange 


d Y Sound of speed x tan 6 (at 1,000 Hz) 
« VrespODsed [Hl PI (Polyimide) PEI (Polyetherimide) M- PEEK 
ed 2,000 
1,800 [—— 


1,600 ———— —— M -4 m 


1200| 
1,000 


0.000 0.005 0.010 0.015 0.020 0.025 0.030 
tan 6 (Inner loss) )eci ed D 
peas " 


ECZA f Ts31675V2 
— — Copper-Clad Aluminum Wire Voice Coil 


Lightweight Copper-Clad Aluminum Wire Voice Coil 
allows for faithful reproduction of louder sounds. 


< 


N 
Improves cone stiffness. Greatly reduces unnecessary 
resonance that can compromise sound quality. 
W Champion Series Speaker Cross Section Detail Upper Urethane 

Surround 

Suppresses unwanted peaks 

and dips in the high-frequency 

D range 

Lower Urethane 

Surround 

Reinforces strength and 
Dual-Layer Surround technology originally for durability 
the Champion series subwoofer. 

Unnecessary Resonance 0.5 mm 
Conventional Single Layer New Dual Layer 
Wave-like cone vibration results in — Minimizes unnecessary 
unnecessary resonance that influences cone resonance for . 
tonal quality, so this cone cannot » higher cone durability 
reproduce original sound and clearer sound. 
linearly. — 
Degree of transformation at 300 Hz 0mm 
d 


Larger-Than-Normal Cone for 16 cm Cutout 


The TS-1675 V2 can be installed in a 16 cm- or 17 cm-diameter cutout hole. Superior bass 
response comes from a cone diameter larger than that of a conventional 16 cm speaker. 
Shallow basket depth enhances versatility of installation Size 


/ Specifications 


TS-6975 V2 TS-6965 V2 TS-1675 V2 


6"x9" 6"x9" 16cm 
Max. Music Power (Nominal) 500 W (80 W) 400 W (80 W) 300 W (50 W) 
Frequency Response 30 Hz to 25 kHz 30 Hz to 22 kHz 35 Hz to 20 kHz 
Cut-Out Hole : 128 mm > Cut-Out Hole: 128 mm Sensitivity. IWM) uis m 97dB 
Impedance 40 40 40 
SS installation capability Mounting Depth 92mm 84mm 58mm 
But... Cut-Out Dimensions 151 mmx 220mm | 151 mmx 220mm 9128 mm 


ee 


SH3MV3dS 


TS-F1634R i= 


16 cm 2-Way Speaker 


FEATURES: 
* 16 cm IMPP Composite Cone Woofer 
* 30 mm Silver PET Film Dome Tweeter 
* Copper Voice Coil 
* Single Blended 
Fabric Damper 


TS-CX900 


2-Way AN Center Speaker 


FEATURES: 

* 66 mm KEVLAR® Brand Fiber Composite Cone Woofer 

* 25 mm Balanced Dome Tweeter with Neodymium Magnet 

* Butyl Rubber Surround 

* Compact Aerodynamic Cabinet Design 

* Double Neodymium Magnet Assembly with 
Magnetically Shielded Circuit Design 


121 


41 


TS-S250 (250 Wax. ) 


40 mm High-Power Tune-Up Tweeter 
FEATURES: 


* 40 mm Ceramic Horn Tweeter Design 
* High-Power Handling of 250 W Max. 
* High Sensitivity: 97 dB/W 

* Built-in -6 dB/oct. Capacitor 


* Large Pioneer Logo on y 
Side Surface e: 


TS-T110 (120W wax.) 


22 mm Component Hard Dome Tweeter 


FEATURES: 

* 22 mm PPTA Hard Dome Tweeter with Strontium 
Magnet and Magnetic Fluid 

+ In-Line -6 dB/Oct. Capacitor for Tweeter Protection 

* Surface or Flush Mounting Capabilities 


REE ESHER 


li 


90128 


TS-F1034R 


10 cm 2-Way Speaker 


FEATURES: 
* 10 cm IMPP Composite Cone Woofer 
* 30 mm Silver PET Film Dome Tweeter 
* Copper Voice Coil 
* Single Blended 
Fabric Damper 


236 
238 


20 cm Cross-Axial 3-Way Speaker 
FEATURES: = 
Woofer/25 mm Titanium Dome 
Midrange/20 mm Ceramic Up-Dome Tweeter 
* Cross-Axial Engineering for Excellent 
Sound Quality P 
FEATURES: 
* 20 mm Amorphous-Titanium-Coated PPS 8 
(Polyphenylene Sulfide)-Dome Tweeter 
* High-Performance Strontium Magnet 
* Built-in LC Network: Attached at End of 


* 20 cm IMPP Composite Cone 
20 mm Component Hard-Dome Tweeter 
Speaker Cable 


20 mm Component Soft Dome Tweeter 


FEATURES: 

* Small-Sized (20 mm) Polyester Fiber Soft Dome Tweeter with 
Neodymium Magnet and Magnet Fluid 

* -6 dB/Oct. Capacitor for Tweeter Protection (Included) 

* Flush and Surface Mounting Capabilities 


TS-MR2040 


20 cm Marine-Use 2-Way Speaker 


FEATURES: 

* White Water-Resistant IMPP Cone Woofer 
* Water-Resistant Elastomer Surround 

* Glass-Imide Voice Coil Bobbin 

* Conex Damper 

* 20 mm PI Dome Reflex Horn Tweeter 

* High-Quality Corrosion-Resistant Hardware 
* Gold-Plated Tinsel Leadwire and Terminals 
* Weather-Proof and Heat-Resistant Resin 


TS-MR1640 


[Specifications 


TS-F1634R TS-F1034R TS-CX900 TS-2150 TS-S250 TS-S20 


Size 
Max. Music Power (Nominal) 


Frequency Response 


Sensitivity (1 W/1 M) 
Impedance 
Mounting Depth 
Cut-Out Dimensions 


16cm 
200 W (25 W) 


31 Hz to 16 kHz 


88 dB 
4Q 
41 mm 
Ø128 mm 


(1) With network (2) Without network 


Size 

Max. Music Power (Nominal) 
Frequency Response 
Sensitivity (1 W/1 M) 
Impedance 

Mounting Depth 

Cut-Out Dimensions 


TS-T110 


22 mm 
120 W (40 W) 
2,500 Hz to 30 kHz 
90 dB 
40 


10cm 
150 W (20W) 


45 Hz to 18 kHz 


86 dB 
40 
43mm 
9102 mm 


TS-T15 


20mm 
120 W (40 W) 
2,500 Hz to 30 kHz 
90 dB 
40 


6.6 cm 20 cm 
80 W (20W) 200 W (50 W) 
80 Hz to 70 kHz 28 Hz to 28 kHz 
81dB 91 dB 
40 40 
— 88mm 
— 0186 mm 


TS-MR2040 TS-MR1640 


20cm 16cm 
200 W (40 W) 160 W (30 W) 
25 Hz to 30 kHz 30 Hz to 30 kHz 
92 dB 91 dB 
40 40 
75mm 56mm 
9183 mm 9127 mm 


16 cm Marine-Use 2-Way Speaker 


FEATURES: 

* White Water-Resistant IMPP Cone Woofer 
* Water-Resistant Elastomer Surround 

* Glass-Imide Voice Coil Bobbin 

* Conex Damper 

* 27 mm PEI Balanced Dome Tweeter 

* High-Quality Corrosion-Resistant Hardware 
* Gold-Plated Leadwire and Terminals 

* Weather-Proof and Heat-Resistant Resin 


16 cm Marine-Use Dual-Cone Speaker 


FEATURES: 

* White Water-Resistant IMPP Cone Woofer 

* Water-Resistant Elastomer Surround 

* Glass-Imide Voice Coil Bobbin 

* Conex Damper 

* High-Quality Corrosion-Resistant Hardware 
* Gold-Plated Tinsel Leadwire and Terminals 
* Weather-Proof and Heat-Resistant Resin 


Pioneer 


40 mm 
250 W (50 W) 


6,000 Hz to 40 kHz 


97 dB 
80 


TS-MR1600 


16cm 
100 W (25 W) 
30 Hz to 20 kHz 
90 dB 
40 
56mm 
9127 mm 


9127 


20mm 
200 W (50 W) 


3,000 Hz™/ 
1,200 Hz?! to 26 kHz 


92 dB 
80 


ACCESSORIES & SPECIFICATIONS 


Pioneer 


Dd 
Q 
Q 
bu 


CEIF OES 


Accessories Connection Table with AV and Audio Receivers 


ACCESSORY COMPATIBILITY 


DEH-80PRS 
DEH-X9650BT | DEH-9450UB 
DEH-X8750BT | DEH-X9650SD 
DEH-X6750BT | DEH-X7750UI | DEH-X1750UB(G) 
DEH-X4750BT | DEH-X3750UI | DEH-155MP(G) 
AVH-3750DVD | DVH-875AVBT DEX-P99RS MVH-X565BT | DEH-X2750UI FH-X365UB 


AVH-X5750BT | AVH-X4750DVD 
AVH-X8650BT | AVH-X2750BT | AVH-X1750DVD 
AVH-X7750BT | AVH-X6750DVD 


AVH-275BT DVH-775AV 


EDD Weel MVHX375BT | MVH-X46SUI | DXT-XI769UB 


FH-XL755BT MVH-X175UI DXT-X176UB 
FH-X775BT FH-XL555UI 
MXT-X376BT FH-X575UI 

MXT-X176UI 


iPod/iPhone 


(D-1H202 e 


(D-1U2015 e" 


Made for CD-10201V o o o oe 
9 iPod LliPhone 


(Except FH-XL755BT) (Except DEH-80PRS, 


DEH-9450UB and 
FH-XL555UI) 


(D-IU52 GO eo" o” O 


CD-IU51 Oo o o 
INDEX id oc M 
i Smartphone m m m 
m Compatible (=) o o 


~ 5 — %5 
CD-MU200 (2) (=) (Except FH-XL755BT) | (Except DEH-80PRS, (Except 


88 DEH-9450UB and DEH-155MP(G)) 
FH-XL555UI) 


Accessories 


AV Receivers Features Comparison 


90 Built-in MirrorLink™ 
Audio Receivers Features Comparison » MirrorLink ?""|e,| @ | e 
Connection Table for iPod/iPhone and Android Device with Pioneer Receivers Tuner" z © amw @ | @ | @ 
Amplifiers Features Comparison & Specifications fe asm) @ | a 

Back Up Camera ; " " . " " " 1 

General Information about Subwoofer Connection | d ane ST AS TM | NM, | 

94 er ND-BC20PA © © O GQ © @ | wzw 
Amplifier & Subwoofer Connection and Combination Charts System 


95 ome 
CD-MC20 o o 


Subwoofers & Speakers Specifications 


Remote Control*? 
e CD-R320 
Subwoofers Thiele/Small Parameters m g © © ojo 
CD-SR110 Qo Oo AVH-275BT (2) o 
N 
Subwoofer Enclosures a i z 5 - - - 
98 oem o o o o o o o o o o o 
Sym b ol S fo r S p e ci a | Fe at ures Note: Some functions may be limited in terms of remote controllability, even if the receiver and remote control are — *4. Required when AppRadio Mode is in use with Android phone 
99 denoted as compatible in the chart. *5. Required when AppRadio Mode USB is in use with Android phone. 


*1. Required when AppRadio Mode is in use with iPhone 5s, iPhone5c, iPhone 5 or 5th generation iPod touch. — *6. Required when USB Direct Control is in use with Certain Android phones. 

Requires Apple® Lightning Digital AV Adapter and CD-IU52 (sold separately). *7. May not be compatible with certain receivers. 
*2. Required when AppRadio Mode is in use with iPhone 4/4S or 4th generation iPod touch. *8. GEX-1550DTV for RD Model. GEX-1550TV for RC and RI Models. See page 19 for more details. 
*3, Required when AppRadio Mode USB is in use with iPhone 5s, iPhone5c, iPhone 5 or 5th generation iPod touch. ^ *9. Not all functions can be operated using the remote control. 


ACCESSORIES Pioneer 


Audio/Video Receiver Accessories 


50 cm/RGB Cable: 2 m) 


iPod/iPhone Connectivity d> 

Q 

(9) 

[ND-BC6 [ND-BC20PA [ CD-MC20 [ CD-IH202 [ CD-/U201S [ CD-1U201V u 
Universal Rear View Camera ND-BC2 with Parking Assistant Feature Microphone for Auto EQ and Auto Time AppRadio Mode HDMI/USB Interface Cable for iPhone 5s, AppRadio Mode USB Interface Cable for iPhone 4, USB Interface Cable for iPod/iPhone (USB and AUX Cable: S 
Alignment Frequency Band Fine-Tuning iPhone 5c, iPhone 5 or 5th Generation iPod touch iPhone 4S, or 4th Generation iPod touch (USB Cable: 50 cm/AUX Extension Cable: 1.5 m) ZU 

= 

m 

(7s) 


[CD-105 1V [CD-IU51 [CD-IU52 [CD- V150M 


USB Interface Cable for iPod/iPhone (USB USB Interface Cable for iPod/iPhone Lightning/USB Cable for iPhone 5s, Mini-Jack Cable for iPod (1.5 m) 
[GEX- 7550D7V [GEX- 75507V and AUX Cable: 50 cm) (50 cm) iPhone 5c, iPhone 5 or 5th Generation iPod 
touch (50 cm) 
Digital TV Tuner for ISDB-T (RD Model)* Analog TV Tuner for PAL/SECAM/NTSC (RC and RI Models)* E r : 
* See page 19 for more details. * See page 19 for more details. &^ j 
=a ` Note: Please refer to pages 87 and 92 for accessories for connection of iPod/iPhone details. 


Remote Controls 


Android Connectivity Smartphone Connectivity Auxiliary Input Accessory 
[CD-R510 [CD-R320 [CD-SR110 [CD-SR100 [CD-AH200 [CD-MU200 [CD-RM10 


Remote Control Optional Remote Control for DEH Series Steering Wheel Remote Control for Steering Wheel Remote Control AppRadio Mode App Connectivity Kit for Android USB Interface Cable for Use with MirrorLink™ Devices AUX Mini-Plug to Composite A/V Cable (2 m) 
+ For use with receiver with Bluetooth wireless Receivers Bluetooth Receivers (USB-USB Cable: 1.5 m/USB-microUSB Cable: 50 cm) 
technology. 


: f : Note: Please refer to pages 87 and 92 for accessories 


for connection of Android details. 


Note: Accessories are for products that appear in the Dealer Reference Guide. 
Please refer to a Pioneer sales representative for up-to-date information. 


ACCESSORIES & SPECIFICATIONS 


Pioneer 


Dd 
Q 
Q 
bu 


CEIF OES 


Accessories Connection Table with AV and Audio Receivers 


ACCESSORY COMPATIBILITY 


DEH-80PRS 
DEH-X9650BT | DEH-9450UB 
DEH-X8750BT | DEH-X9650SD 
DEH-X6750BT | DEH-X7750UI | DEH-X1750UB(G) 
DEH-X4750BT | DEH-X3750UI | DEH-155MP(G) 
AVH-3750DVD | DVH-875AVBT DEX-P99RS MVH-X565BT | DEH-X2750UI FH-X365UB 


AVH-X5750BT | AVH-X4750DVD 
AVH-X8650BT | AVH-X2750BT | AVH-X1750DVD 
AVH-X7750BT | AVH-X6750DVD 


AVH-275BT DVH-775AV 


EDD Weel MVHX375BT | MVH-X46SUI | DXT-XI769UB 


FH-XL755BT MVH-X175UI DXT-X176UB 
FH-X775BT FH-XL555UI 
MXT-X376BT FH-X575UI 

MXT-X176UI 


iPod/iPhone 


(D-1H202 e 


(D-1U2015 e" 


Made for CD-10201V o o o oe 
9 iPod LliPhone 


(Except FH-XL755BT) (Except DEH-80PRS, 


DEH-9450UB and 
FH-XL555UI) 


(D-IU52 GO eo" o” O 


CD-IU51 Oo o o 
INDEX id oc M 
i Smartphone m m m 
m Compatible (=) o o 


~ 5 — %5 
CD-MU200 (2) (=) (Except FH-XL755BT) | (Except DEH-80PRS, (Except 


88 DEH-9450UB and DEH-155MP(G)) 
FH-XL555UI) 


Accessories 


AV Receivers Features Comparison 


90 Built-in MirrorLink™ 
Audio Receivers Features Comparison » MirrorLink ?""|e,| @ | e 
Connection Table for iPod/iPhone and Android Device with Pioneer Receivers Tuner" z © amw @ | @ | @ 
Amplifiers Features Comparison & Specifications fe asm) @ | a 

Back Up Camera ; " " . " " " 1 

General Information about Subwoofer Connection | d ane ST AS TM | NM, | 

94 er ND-BC20PA © © O GQ © @ | wzw 
Amplifier & Subwoofer Connection and Combination Charts System 


95 ome 
CD-MC20 o o 


Subwoofers & Speakers Specifications 


Remote Control*? 
e CD-R320 
Subwoofers Thiele/Small Parameters m g © © ojo 
CD-SR110 Qo Oo AVH-275BT (2) o 
N 
Subwoofer Enclosures a i z 5 - - - 
98 oem o o o o o o o o o o o 
Sym b ol S fo r S p e ci a | Fe at ures Note: Some functions may be limited in terms of remote controllability, even if the receiver and remote control are — *4. Required when AppRadio Mode is in use with Android phone 
99 denoted as compatible in the chart. *5. Required when AppRadio Mode USB is in use with Android phone. 


*1. Required when AppRadio Mode is in use with iPhone 5s, iPhone5c, iPhone 5 or 5th generation iPod touch. — *6. Required when USB Direct Control is in use with Certain Android phones. 

Requires Apple® Lightning Digital AV Adapter and CD-IU52 (sold separately). *7. May not be compatible with certain receivers. 
*2. Required when AppRadio Mode is in use with iPhone 4/4S or 4th generation iPod touch. *8. GEX-1550DTV for RD Model. GEX-1550TV for RC and RI Models. See page 19 for more details. 
*3, Required when AppRadio Mode USB is in use with iPhone 5s, iPhone5c, iPhone 5 or 5th generation iPod touch. ^ *9. Not all functions can be operated using the remote control. 


ACCESSORIES Pioneer 


Audio/Video Receiver Accessories 


50 cm/RGB Cable: 2 m) 


iPod/iPhone Connectivity d> 

Q 

(9) 

[ND-BC6 [ND-BC20PA [ CD-MC20 [ CD-IH202 [ CD-/U201S [ CD-1U201V u 
Universal Rear View Camera ND-BC2 with Parking Assistant Feature Microphone for Auto EQ and Auto Time AppRadio Mode HDMI/USB Interface Cable for iPhone 5s, AppRadio Mode USB Interface Cable for iPhone 4, USB Interface Cable for iPod/iPhone (USB and AUX Cable: S 
Alignment Frequency Band Fine-Tuning iPhone 5c, iPhone 5 or 5th Generation iPod touch iPhone 4S, or 4th Generation iPod touch (USB Cable: 50 cm/AUX Extension Cable: 1.5 m) ZU 

= 

m 

(7s) 


[CD-105 1V [CD-IU51 [CD-IU52 [CD- V150M 


USB Interface Cable for iPod/iPhone (USB USB Interface Cable for iPod/iPhone Lightning/USB Cable for iPhone 5s, Mini-Jack Cable for iPod (1.5 m) 
[GEX- 7550D7V [GEX- 75507V and AUX Cable: 50 cm) (50 cm) iPhone 5c, iPhone 5 or 5th Generation iPod 
touch (50 cm) 
Digital TV Tuner for ISDB-T (RD Model)* Analog TV Tuner for PAL/SECAM/NTSC (RC and RI Models)* E r : 
* See page 19 for more details. * See page 19 for more details. &^ j 
=a ` Note: Please refer to pages 87 and 92 for accessories for connection of iPod/iPhone details. 


Remote Controls 


Android Connectivity Smartphone Connectivity Auxiliary Input Accessory 
[CD-R510 [CD-R320 [CD-SR110 [CD-SR100 [CD-AH200 [CD-MU200 [CD-RM10 


Remote Control Optional Remote Control for DEH Series Steering Wheel Remote Control for Steering Wheel Remote Control AppRadio Mode App Connectivity Kit for Android USB Interface Cable for Use with MirrorLink™ Devices AUX Mini-Plug to Composite A/V Cable (2 m) 
+ For use with receiver with Bluetooth wireless Receivers Bluetooth Receivers (USB-USB Cable: 1.5 m/USB-microUSB Cable: 50 cm) 
technology. 


: f : Note: Please refer to pages 87 and 92 for accessories 


for connection of Android details. 


Note: Accessories are for products that appear in the Dealer Reference Guide. 
Please refer to a Pioneer sales representative for up-to-date information. 


Shop for other stereos on our website. 


